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FORORD

Under det senaste decenniet har den sjélvkompakterande betongen blivit mer och mer anvind
inom bade hus- och anlidggningsbyggandet. [ féreliggande projekt understks dess potential
och dess egenskaper vid gjutning under vatten for reparation av t ex betongdammar. Idag
anvinds normalt betong med antiutvaskningsmedel som generellt uppvisar otillrdckliga
frostbestindighetsegenskaper, framfor allt i skvalpzon i marina betongkonstruktioner.

Detta dokument dr en sammanfattning av lab- respektive filtrapporterna inom SBUJ-
projektet "Bestindig dammreparation med undervattengjuten sjalvkompakterande betong”,
Labrapporten "Seif-compacting concrete for submerged repair of harbours or power plant
dams, TVBM-3113" har utarbetats av Bertil Persson, LTH, och redovisas under bilaga 1.
Filtrapporten "Bestindig dammreparation med undervattengjuten sjdlvkompakterande betong
- filtdel” har utarbetats av fad Saleh, Betongtekniskt Centrum (BTC), Skanska Asfalt och
Betong och redovisas under bilaga 2.

I ett associerat projekt vid Vattenfall Utveckling AB har dessutom frostbestandigheten hos
undervattengjuten sjdlvkompakterande betong relativt nonmal betong studerats. Detta har varit
viktig input till detta projekt.

Projektet har utférts vid Betongtekniskt Centrum, Skanska Sverige AB, under tiden 2002-
2003 med projektanslag fran SBUF. Projektet har utforts 1 samarbete med
byggmaterialavdelningen vid Lunds Tekniska Hogskola. Ett stort tack vill vi rikta till alla som
hjélpt till i arbetet eller pd annat sitt bidragit med virdefulla kommentarer eller synpunkter.

Styrgruppen har varit sammansatt enligt féljande:

Ulf Jénsson Skanska Sverige AB, Malm¢
Jan Alemo Vattenfall Utveckling AB, Alvkarieby (ass. projekt)
Géran Fagerlund LTH, Lund

Farsta i december 2003

Iad Saleh
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3. undersdka inre frostbestdndigheten hos en undervattengjuten sjalvkompakterande
betong med syfte att ge riktlinjer for val av delmaterial, betongrecept och
produktionssitt vid tillverkning av sjdlvkompakterande betong.

4. undersoka orsaker till variationer i Iufthalt 1 undervattengjuten betong i jimforelse
med en normal undervattengjuten betong med utvaskningsmede! med syfte att ge
riktlinjer for val av delmaterial, betongrecept och produktionssitt vid tillverkning av
sjilvkompakterande betong.

2 FINANSIERING OCH ORGANISATION

Projektet har finansierats enligt nedan finansieringsplan:

Finansiar
FORMAS SBUF Skanska Summa (kkr)
LTH 400 400 800
Skanska 200 50 250
Totalt 400 600 50 10590

Projektledare f6r hela projektet har varit Skanska. Organisation enligt f6ljande:

Projektledare, ansvarig for filtforsék:  Jad Saleh, Skanska Sverige AB, Farsta

Laboratorieforsok: Bertil Persson, L.TH, Avd. Byggnadsmaterial, Lund
Associerat projekt: Jan Alemo, Vattenfall Utveckling AB (ass. projekt)
Referensgrupp

Ulf Jonsson, Skanska Sverige AB

(Goéran Fagerlund, LTH, Lund

Patrik Groth, NCC Industri, Solna

Jan Alemo, Vattenfall Utveckling AB (ass. projekt)

Styrgrupp
Ulf Jénsson, Skanska Sverige AB, Malméo

Jan Alemo, Vattenfall Utveckling AB (ass. projekt)
(Goran Fagerlund, LTH, Lund

3 UNDERSOKNINGAR
3.1 Lab

I labunders6kningen har studier utférts av gjutbarhet och frostbestdndigheten (inre
frostbestiindighet och saltfrostbestindighet) hos sjilvkompakterande betong, SKB, vid olika
vattenbindemedelstal, vbi med ett dkat innehdll av lufi. En jimforelse av resultaten med
motsvarande egenskaper hos normal undervattensbetong har gjorts. Bigge betongtyperna har
varit avsedda for undervattensreparation av dammar, fundament och pelare. Tretton olika
SKB-recept med vbt 0,35, (,41 eller 0,49 och tolv olika normalbetonger med
antiutvaskningsmedel med vbt varierande mellan 0,45 och 0,78 studerades med avseende pé



héllfasthet och frostbestindighet. Lufthalten varierade mellan 1% och 11% och for SKB
varierade lufthalten mellan 1% och 8%.

3.2 Falt

I faltstudien efterliknades de forhdllanden som rader vid en betongdamm vad betrdffar den
gamla ytans beskaffenhet och struktur men ocksd de omkringliggande forhéllandena. For
detta dndamal byggdes en 6 meter lang vattentét form kring ett plattbédrlags grova sida.
Plattbérlaget efterliknade en damms betongyta, som behdvde repareras. Betongreparationen
hade en tjocklek pd ca 200mm och en hojd pa ca 1200mm och totala lingden for hela
viiggsektionen var 6m indelad 1 3 lika delar, dvs 2m/viggsektion. Indelningen gjordes for att
méjliggdra gjutning med betonger med olika vbt: 0,45, 0,40 och 0,35, se figur 3.1 nedan.
Gjutningen skedde fran 1 nedstickningshéll direkt under vatten.
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Betongelement
r% Vigg A Vigg B Vigy C
VBT 0,45 VBT 0,40 VBT 0,35
I 2m 2m i 2m |

Figur 3-1 Principskiss av viggform. Det svarta réret representerar nedstickningspunfi,

I samband med varje gjutning av varje vigg testades den firska betongens egenskaper med
avseende pé, flytsittmatt, L-13da och lufthalt. Betongens bedémdes ocksa okulirt for att se om
den var tillrickligt stabil med avseende pé sten- och bruksseparation och {or att kunna
anvindas for undervattensgjutning.

Den hirdnade betongens egenskaper har testats enligt foljande:
- Tryckhillfasthet enligt SS 137230. Analysen gjordes vid BTCs betonglab i Farsta.
- Saltfrostbestiindighet enligt SS 137244 pd BTC 1 Farsta
- Inre frostbestindighet enligt LTH-metod ASTM6666-92 (mod. amerikansk metod).
Analysen gjordes pd LTH i Lund.
- Luftporstruktur enligt T1-B4(83) (dansk metod, modifierad) p& CBI i Stockholm.
- Vidhiftning enligt SS137231 p& Vattenfall Utveckling i Alvkarleby.



Totalt har 108 borrkirnor, eller 36 stycken ur varje viggsektion, borrat ur den gjutna viiggen
for dessa analyser.

4 UTVARDERING

Resultaten fran lab- och faltstudier har sammanstallts och redovisats i féljande avsnitt.

4.1 Tryckhallfasthet
4.1.1 Lab

Laboratoricundersékningen visade att all betong med vbt >0,45 och med
antiutvaskningsmedel {rds sonder med avseende pd inre frostbestédndighet. Det krivdes en
lufthalt pd minst 11% innan frostbestindigheten var god. Den hoga lufthalten gjorde 1 sin tur
att tryckhélifastheten blev oacceptabelt 14g.

Fér de sjdlvkompakterande betongema var tryckhallfastheten mellan 83,8 och 118 MPa efter
28 dygn for vbt 0,45-0,35 med en lufthalt varierande mellan 1-8%. I vissa fall klarades dock
inte frosthestindigheten, se avsnitt 4.2.1 nedan.

4.1.2 Falt

De cylindrar som borrats ut 1 faltfrsdk har visal pd en medeltryckhéllfastheten for vigg A
(vbt 0,45) mellan 56,5 och 63,4 MPa. Standardavvikelsen for vigg A 4r 3,2 MPa. For vigg B
(vbt 0,40) varierade resultatet mellan 82,5 och 90 MPa med en standardavvikelse p4 3,2, och
for vigg C (vbt 0,35) var héllfastheten 96-99 MPa med en standardavvikelse pd 1,6. Se dven
figur 4-2.

Provhing av tryckhallfasthet

12600

100G q -

A1, B1, Ct A3, B3, C3

60,0 $-

400

Tryckhallfasthet (MPa)

200 4

0,0 1

B2
565 {602 | 619 | 634 18707900 (8251881 (998 962 ;982930
Kama markt

Figur 4-1 Medeltryckhallfasthet fOr kdrnor utborrade wrvigg A, Boch C

Ivigg A &r det framfor allt Al-gruppen (hogst upp pé viggen, langst bort frin pumpstillet)
som drar upp standardavvikelsen i och med den lagre héllfastheten. Orsaken till detta kan vara



att betongen innehaller mindre ballastmaterial dn normalt. Detta beror 1 sin tur pd att betongen
inte haft tillracklig sammanhallning hela vigen upp och i sidled.

I vigg B var det grupp B3 som hade den lidgsta hallfastheten. Aven hiir observerades en liten
densitetsminskning, trots att det var ndrmast pump (dvs ingen sidledsforflytining). Vagg C
hade en standardavvikelse pa 1,6, vilket far beddmas som vildigt bra. I detta fall hade
densiteten en liten betydelse {or tryckhallfastheten.

[ alla tre fall har hoga hallfastheter erhdllits. En forklaring kan vara den hoga finmaterialhalten
(jimfort med ordindra betonger) i betongen, vilket innebir en hig tithet. Dessutom innehéller
samtliga betonger silika som ocksé bidrar till hallfastheten.

4.2 Frostbestandighet

4.2.1 Lab

Undervattensgjuten SK-betong med vbt 0,41 och = 4% luftinnehall uppfyllde kraven pé inre
frostbestindighet enligt ASTM 666-92. Betong med vbt > 0,45 och antiutvaskningsmedel
uppfylide inte kraven pd god inre frostbestiindighet enligt ASTM 666-92. Ligre inre
frostbestindighet hos SK-betong gjuten i L-box i laboratorium observerades i den bortre delen
av L-boxen #n niira gjuiplats. SK-betong med vbt 0,35 och 0,41 gjuten i laboratorium
uppvisade mindre &n 13% minskning efter 300 cykler nira gjutplats, vilket & mycket god inre
frostbestindighet. SK-betong med vbt 0,45 erhdll en forlust pd 80% av inre egenfrekvensen
vid 300 cykler dven med 8% lufthalt nira gjutplats.

Kravet p& god saltfrostbestidndighet uppfylldes av undervattengjuten SK-betong med vbt 0,41
och 2 4% i lufthalt. For betong med vbt >0,45 och antiutvaskningsmedel erh6lls en icke
godkind saltfrostbestindighet, dven med 8% luftinnehall. Betongen i bortre delen vid
gjutning i L-box, uppvisade en délig saltfrostbestindighet for vbt 0,35 och 4% lufthalt samt
for vbt 0,45 och 8% lufthalt. Foér betong i bortre dnden av L-boxen erfordrades 8% lufthalt f6r
betong med vbt 0,35 i syfte att uppfylla kraven pd god saltfrostbestindighet. Fér betong med
vbt 0,45 uppfylldes inte kraven pé saltfrostbestandighet vid gjutning i bortre dnden av L~
boxen, ens med 8% lufthalt.

4.2.2 Falt

Vid analys av inre frostbesténdighet uppvisade betong med vbt 0,35 stérst forindring av
egenfrekvens, dvs stérst inre nedbrytning, Hogst upp pa viggen, lingst bort frin gjutpunkt var
det en minskning i egenfrekvensen med 69,9% efter 300 cykler, vilket inte &r godként enligt
testmetoden. Andra punkter p4 véggen visade en minskning med 38% respektive 17,8%,
vilket i bada fallen dr godkint, se dven figur 4-3 nedan.



C1 C3
-69,9% -17%

[Vigg C, vbi= 0,35 |

C2 C4
-38% -3,5%

Figur 4-2 Minskning i egenfrekvens for de olika punkterna { vigg C. Pilen markerar nedstickningspunkt

av pumplang.

Saltfrostavskalningen var for vigg A 0,06 kg/m”® efter 112 cykler vilket innebir mycket god
saltfrostbestindighet. Saltfrostavskalningen var for viigg B 0,36 kg/m” och for vigg C 0,41
kg/m? efter 112 cykler, vilket i bida fallen innebér god saltfrostbestindighet. Tendensen &r
dock skande saltfrostavskalning vid 112 cykier.

En foérklaring till ovan resultat #r att betong med vbt 0,45 hade en lufthalt pé 5,6% i firskt
tillstind och 8,9-11,3% samt en gynnsam luftporstruktur i hardnat tillstind. Betong med vbt
0,40 hade i firskt tillstind en hufthalt pa 4,8% och 5,6-6,9% 1 hdrdnat tillstdnd.
Luftporstrukturen dr mer eller mindre gynnsamt i olika delar av viggen.

5 SLUTSATSER

»  Lab- och filtforsok visade att mer finpartiklar krévs i undervattengjuten SKB 4n i normal
SKB i syfie att bibehalla stabiliteten.

= LabforsSken visade att hog lufthalt (11%) krdvs f6r normal betong med
antiutvaskningsmedel for att erhélla god frostbestindighet, vilket i sin tur leder till
oacceptabelt 1ag tryckhélifasthet.

» Tlabférsoken visade sjdlvkompakterande betonger med vbt 0,35, 0,40 och 0,45 en mycket
god saltfrostbestindighet nira gjutpunkten 1 L-14dan. God saltfrostbestandighet erholls for
0,35 och 0,40 langst bort fran gjutpunkt, trots forhojd lufthalt med 8%. Betong med vbt
0,45 klarade sig inte alls 1 den bortre delen av L-lddan dven med 8% lufthalt.

»  Undervattensgjuten SK-betong med vbt 0,41 och 2 4% luftinnehéll uppfylide kraven pé
inre frostbestéindighet enligt ASTM 6066-92.

»  SK-betong med vbt 0,35 och 0,41 nara gjutplats uppvisade mycket god inre
frostbestindighet. SK-betong med vbt 0,45 uppvisade en icke godkind inre
frostbestindighet d4ven med 8% lufthalt (nédra gjutplats).

v 1 filtforsék hade betong med vbt 0,45 och lufthalt 5,6% mycket god frostbestindighet och
god inre frostbestédndighet.

» | filtforsék hade betong med vbt 0,40 med lufthalt 4,8% god saltfrostbestandighet och
god inre frostbestdndighet.



I filtforsok hade betong med vbt 0,35 med Iufthalt 3,5% god saltfrostbestédndighet. Den
inre frostbestindigheten varierade melian godkénd och icke godkind.
Sjalvkompakterande betong anses som ett bra alternativ till betong med
antiutvaskningsmedel.
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PREFACE

Self-Compacting Concrete, SCC, that does not
require any energy for compacting in order to
cover the reinforcement or fill cut the mould
has attracted a great deal of interest interna-
tionally and in Sweden. Nineteen full-scale
bridges and other full-scale projects now exist
from SCC. The technique has also been intro-
duced for dwelling houses, tunnels and office
buildings. SCC has been introduced for the
production of poles, piles and pillars. Regard-
ing concrete under severe circumstances for
construction of bridges, dams, tunnels and so
forth, the requirements of durability are higher
and a higher level of documentation is required
than for concrete that is used for dwelling
houses or office buildings. The primary dura-
bility properties are chloride ingress, fire resis-
tance, internal freezing and thawing resistance,
salt freezing and thawing scaling and sulphate
resistance for concrete under severe situations.
All mentioned properties of a typical construc-
tion concrete were studied at our depariment.
Salt freezing and thawing scaling, internal
freezing and thawing resistance and sulphate
resistance did not differ much from the corre-
sponding properties of normal compacting
concrete. Chloride ingress was farger in SCC
than in normal concrete, NC. It is known from
the Great Balt railway tunnel and also from the
Channel railway tunnel that large scale spalling
of the concrete may occur during catastrophic
fire especially in concrete at low water to ce-
ment ratio, w/c, Such scaling is avoided by in-
cluding polypropylene fibre also in SCC or by
avoiding large quantities of filler in SCC, i.e.
by the use of a cement-powder ratio, ¢/p, high
encugh. A water-binder ratio, w/b, was also
important for avoiding fire spalling.

In this project the objectives were to investi-
gate freezing and thawing resistance (internal
frost resistance and salt frost scaling) of sub-
merged cast SCC at different w/c and different
air content for repair of concrete for water

power plant dams and harbours in severe con-
ditions. The objective was also to compare the
result with the corresponding properties of
normal submerged cast concrete, NC. w/c of
the NC varied between 0.45 and 0.78. The air
content of NC varied between 1 and 11% vol.
For SCC the w/c varied between 0.35 and 0.49
with an air content varying between 1 and 8%.
Finally the objective was to give recommenda-
tions how to preduce SCC for repair of water
power plant dams and harbours in severe con-
ditions durable to freezing and thawing attack.
An associated project within Vattenfall Ut-
veckling has given valuable input to the project
and also delivered a lot of specimens for tests
within the project. Financial support from the
Development Fund of the Swedish Construc-
tion Industry, SBUF and from Skanska Asfalt
& Betong LTD, Concrete Technical Centre,
BTC, is gratefully acknowledged. Furthermore
gratitude is expressed to Jad Saleh, who coor-
dinated the project. I am also most grateful to
Jan Alemo and to Emma Bjorkenstam who of-
fered many comments from the practical point
of view. Finally, thanks are due to Stefan
Backe, Ingemar Larsson and Bengt Nilsson
who carried out most of the laboratory experi-
ments.

It must be underlined that this scientific report
only emphasis a description of experimental
and analytical studies of workability and freez-
ing and thawing resistance (internal frost resis-
tance and salt frost scaling) of SCC with
different w/c and increased amount of air con-
tent including a comparison with the corre-
sponding properties of normal submerged cast
concrete, NC, both concrete types intended for
submerged repair of dams, foundations and
columns in severe conditions.

Lund 11 November 2003

Bertil Persson



SUMMARY AND CONCLUSIONS

General

1t must be underlined that this scientific report
only emphasis a description of experimental
and analytical studies of workability and freez-
ing and thawing resistance (internal frost resis-
tance and salt frost scaling) of Self
Compacting Concrete, SCC, with different wa-
ter-binder ratio, w/b, and increased amount of
air content including a comparison with the
corresponding properties of normal submerged
cast concrete, NC, both concrete types in-
tended for submerged repair of dams, founda-
tions and columns in severe conditions. w/b of
the NC varied between 0.45 and (.78, The air
content of NC varied between 1 and 11% vol.
For 8CC w/b varied between 0.35 and 0.49
with an air content varying between 1 and 8%.
Recommendations are given how to produce
SCC for repair of water power plant dams and
harbours durable fo freezing and thawing at-
tack. About 3 months age applied at the start of
testing. The strength development was fol-
lowed in parallel. Twelve SCC with w/b =
0.35, 0.40 or 0.45 and 12 NC with w/b varying
between 0.45 and 0.78 were studied related to
strength and freezing and thawing resistance.
The tests were carried out in fresh water (inter-
nal frost resistance) or in water with 3% of so-
dium chloride (salt frost scaling). The
temperature during testing varied between +/-
20 °C, twice a day.

Tested concrete

Studies of the grading curves of the fresh con-
crete clearly showed that more fines were re-
quired in submerged cast SCC than in NC and
normal SCC in order to obtain stability of the
concrete in the fresh state, With a 1 mm sieve
about 38% of the material in the NC mix pro-
portions passed, about 47% of the material of
the mix proportions passed 1 mm sicve width
with normal SCC and about 53% of the mate-
rial in the mix proportions passed 1 mum sieve
width with submerged cast SCC. It became
clear that a large content of air in the concrete
in order to aveoid frost damage to submerged
cast concrete affected the strength results sub-
stantially. Increase of the air content (> 8%) as
a method to avoid frost damage in concrete
with w/b > 0.45 was not feasible as strength
became unacceptably low. For concrete cast in
the laboratory and in the field with w/b varying

between w/b = 035 and w/b = 0.45 the
strength varied between 100 and 55 MPa at 4%
air content. Some effect of the position of the
casting on strength was observed in the field,
i.e. strength at the crest of the casting became
up to 4 MPa lower than average strength and
up to 4 MPa higher at the foot of the casting
than average strength. The difference in
strength due to the position of casting was
probably dependent on segregation of aggre-
gate in the fresh mix proportions, Some loss of
air also affected strength, i.e. lower air content
at the far end of submerged casting increased
strength, which acted contrary to a decrease of
the aggregate content.

Internal freezing and thawing resistance

Submerged cast SCC with w/b = 0.40 and >
4% air content fulfilled the requirements (7.5%
silica fume) of internal freezing and thawing
resistance. The freezing rates of the specimens,
which were recommended to be 14 °Cthh
{ASTM 666-92), varied between 6 and 9 °C/h
(internal frost resistance)} and between 8 and 11
°C/h (salt frost resistance). Still, the freezing
rates by far exceeded the maximum values ob-
tained in reality, 3 °C/h. Practical concrete
with w/b > (.45 and anti-washout powder did
not fulfil the ASTM 666 requirements for in-
ternal loss of FRF, i.e. elastic modulus to be
larger than 40% after 300 cycles. Concrete cast
in the laboratory exhibited less internal frost
resistance at the remote end of the L-box than
near the place of casting, Fig. 1.

ST

Change of FRF {300 cycles,%)

Fig. 1 — Alteration of FRF of concrete cast in a
L-box. 8 = air content (%), 35 = w/b.



The difference between the frost resistance at
the near and the remote end of casting in the L-
box clearly indicates that either some segrega-
tion took place during the casting or that some
air content was washed out during the move-
ment of the concrete in the water. Concrete
with w/b = 0.45 was not acting acceptably at
the remote end at casting in the L-box (80%
loss of FRIFY. 8till, all concrete with w/b =0.35
and w/b = 0,40 showed good internal frost re-
sistance related to FRF (less than 13% losses
of FRF after 300 cycles). Concrete cast in the
field with w/b = 0.35 showed poor perform-
ance of internal frost resistance of concrete at
the remote position of casting (70% loss of
FRF at the crest and 40% loss of weight at the
foot of casting after 300 cycles), Fig. 2. This
may be a confirmation of segregation of the
aggregate during the casting process of the
conerete or may indicate that air was leaving
the concrete. Also at the near end a tendency of
larger loss of elastic modulus was observed in
concrete with w/b = 0.35 than in the other con-
crete, Concrete with w/b = 0.40 and w/b = 0.45
in the field acted well to internal frost.
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Fig. 2 — Alter of FRF of concrete. 35 = w/b.
Crest and foot of mould indicated.

Salt freezing and thawing resistance

Submerged cast SCC with w/b = 0.40 (7.5%
silica fume) with > 4% air content fulfilled the

iif

requirements of less than 0.5 kg/m* of salt frost
scaling. Salt freezing and thawing resistance is
normally not required for dams, foundations
and pillars in fresh water. SCC may probably
not be cast submerged in seawater since cast-in
chloride may cause reinforcement corrosion.
Too large salt frost scaling for all practical
concrete with w/b > 0.45 and anti-washout
powder was observed. Concrete with w/b >
0.45 and anti-washout powder was not durable
fo salt freezing and thawing scaling even
though as much as 8% air content was studied.
SCC with w/b = 0.35 and w/b = 0.45, sub-
merged cast in the laboratory, showed large
salt frost scaling at the remote end of the L-
box, Fig. 3. Air was probably washed out dur-
ing the casting process, which reduced the salt
freezing and thawing resistance substantialiy,
or aggregate segregation also affected the salt
frost scaling. Eight percent of air content was
required for SCC with w/b = 0.35 and 4% of
air content for SCC with w/b = 0.40 in order to
fulfil the requirements. For w/c = 0.45 not
even an air content of 8% was sufficient to ob-
tain salt frost scaling of less than 0.5 kg/m? in
the laboratory.

Salt frost scaling (56
cycles,remote,kg/m?)

Fig. 3 ~ Salt frost scaling of concrete cast in
the laboratory. A = air content (%).




Density, segregation and strength

A clear effect of the air content on the density
of the concrete was observed. Segregation at
the crest near the pump, which was almost in-
dependent of w/b, was observed in the field
concrete. Some coarse aggregate probably seg-
regated both at the near and at the remote end
of casting. On the other hand results on frost
resistance showed that some of the air content
was lost at the remote end of casting, which
caused a comparative increase of the density.
With larger loss of internal frost resistance al-
most no change of density was observed at the
far end of casting since the segregation of ag-
gregate just compensated for the density
change due to the loss of air. Still the differ-
ence in density was small and the effect on
strength minor, +4 MPa, Fig. 4.

Density (kg/m?®)

Fig. 4 — Concrete density in the field. C
crest, F = foot, N = near end of casting, R
remote end, 35 = w/b.

il

Recommendations

Based on previcus results, results from the
laboratory experiments and from experiments
in the field, SCC with w/b = 0.40 (7.5% silica
fume) and air content > 4% may be used to ful-
fil both requirements of internal frost resis-
tance and salt frost scaling.



SAMMANFATTNING OCH
REKOMMENDATIONER

Allmiint

Det bdr understrykas att denna vetenskapliga
rapport bara omfaltar en redogorelse for expe-
rimentella och analytiska studier av gjutbarhet
och frostbestéindigheten {inre frostbestdndighet
och saltfrostavskalning) hos sjdlvkompakte-
rande betong, SKIB, vid olika vattenbindme-
delstal, vbt, med ett dkat innehdll av luft och
en jdmforelse av resuliaten med motsvarande
egenskaper hos normal undervattensbetong,
NB, béigge betongtyperna avsedda f6r under-
vattensreparation av dammar, fundament och
pelare. Vbt {or de necrmal betong varierade
mellan 0.45 och 0.78. Tretton SKB med vbt =
0.35, 0.40 eller 0.49 och tolv NB med vbt vari-
erande mellan 0.45 ach .78 studerades i fraga
om hilifasthet och frostbestindighet. Lufthal-
ter varierande mellan 1% och 11% anvéndes i
normal betong. For sjalvkompakterande betong
varierade vbt meilan 0.35 och 0.49 med en
lufthalt varierande mellan | och 8%. Rekom-
mendationer ges fér hur frostbestindig SKB
for reparation av vattenkraftsdammar och
hamnar skall kunna produceras. Ungefir 3 ma-
naders dlder anvindes vid forsoksstart. Hall-
fasthetsutvecklingen hos betongen foljdes
parallellt. Provning dgde rum endera i destille-
rat vatten (inre frostbestidndighet) eller i destil-
lerat vatten med 3% koksalt
(saltfrostavskalning). Temperaturen varierade
mellan -+/- 20 °C, tva ganger per dygn.

Provad betong

Studier av partikelfordelningen hos farsk be-
tong visade att mer finpartiklar kravdes 1 un-
dervattensgjuten SKB #n i normal SKB och
NB i syfte att bibehilla stabiliteten i betongen i
farskt tillstdnd. Vid 1 min sikividd passerade
ca 38% av material hos NB, ca 47% av materi-
alet siktvidden 1| mm hos normal SKB och ca
53% av materialet hos firsk undervattensgju-
ten SKB, siktvidden 1 mm. Det klargjordes att
stor tillsats av lufiporbildare i syfte att gbra
undervattengjuten SKB frostbestindig, paver-
kade hallfastheten avseviart. Okning av lufthal-
ten hos betong med vbt > 0.45 var inte lamplig
med hinsyn till att hallfastheten da blev for
l&g. For betong som gdts i laboratorium och t
falt med vbt varierande mellan 0.35 och 0.45
erholls hallfastheter varierande mellan 100
MPa och 55 MPa vid 4% lufthalt. En viss ef-
fekt p4 hallfastheten hos den filtgjutna betong-

en erhdlls beroende av gjutningens ldge, dvs.
vid krdnet erhélls upp till 4 MPa ligre hall-
fasthet &n i genomsnitt och i underkant av
gjutningen upp tilt 4 MPa hogre hallfasthet dn
genomsaittligt. Skillnad i betonghdllfasthet be-
roende pd gjutningens lige berodde antagligen
pé stenseparation eller pd att luft vaskades ur
betongen 1 samband med undervattensgjut-
ninger.

Inre frostbestindighet

Undervattensgjuten betong med vbt = 0.40
(7.5% silikastoft) och > 4% luftinnehall upp-
fyllde kraven pd inre frostbestdndighet. Frys-
hastigheten hos proverna, sem rekommenderas
vara 14 °C/h (ASTM 666-92), varierade mel-
lan 6 and 9 °C/h (inre frost bestiandighet) och
mellan 8 and 11 °C/h (saltfrosibestdndighet).
Fryshastigheten &versieg dock de vérden som
uppmiitts i verkligheten, 3 °C/h. Praktisk be-
tong med vbt > 0,45 och antiutvaskningsmedel
uppfyllde inte inre frostbestdndigheten enligt
ASTM 666-92 i fraga om inre forlust av egen-
frekvens dvs. att elasticitetsmodulen, méit som
fundamentala resonansfrekvensen, FRF, efter
300 fryscykler skalt vara stérre dn 40% av ut-
gangsvirdet. Ligre inre frostbestdndighet hos
betong gjuten [ L-box i laboratorium observe-
rades i den bortre delen av L-boxen #n nira
gjutplatsen, figur 1.

Andring av inre
egenfrekvens (300
cykler,%)

3551

Intill gjutplats £\
Bortre del

Figur | — Andring av inre egenfrekvens hos
betong giuten i L-box i laboratorium. 8 = luft-
halt (%), 35 = vbt,



Betong med vbt = 0.35 och vbt = 0.40 gjuten i
laboratorium uppvisade dndock mycket god
frostbestiandighet ifrdga om inre egenfrekven-
sen (mindre #n 13% minskning efter 300 frys-
cykler), Betong med vbt = 0.45 erhsll sé
mycket som 80% forlust av inre egenfrekven-
sen vid 300 cykler dven med 8% lufthalt. Skill-
naden i inre frostbestindighet mellan bortre
och hitre delen av betong som gjutits i L-box
visade att endera en viss separation intriffade
eller att en del av lufthalten vaskades ur be-
tongen under gjulningen. Betong som goéts i
filt visade dalig inre frostbestdndighet for vbt
= (.35, figur 2. Forstken i filt visade ocksd
mycket stérre forlust av inre frostbestindighet i
bortre delen av provkroppen i forhédllande till
hitre delen av provkroppen samt storre forlus-
ter av inre frostbestindigheten i dvre delen av
provet #n i undre delen. Denna indikation kan
vara en bekriftelse pa att betongen segregerade
under gjutprocessen och att inblandad [uft
limnade betongen under gjutforloppet.

FRF (300
cykler,bortre
del,%)

Vbt (%)

Figur 2 — Andring av inre egenfrekvens i bort-
re delen av betongen.
Saltfrostbestindighet

For undervattengjuten betong krivdes vbt =
0.40 (7.5% silikastoft) med > 4% lufthalt for
att uppfylla kraven pd god saltfrostbestindig-
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het < 0.5 kg/m* Saltfrostbestdndighet krivs
normalt inte fér dammar, fundament och pelare
i sotvatten. SKB kan {ormodligen inte gjutas
under vatten i havet eftersom klorider da kan
blandas in i betongen och fororsaka korrosion
av eventuell ingjuten armering. Fér betong
med vbt > 0.45 och antintvaskningsmedel er-
holls alltfor hég saltfrostavskalning. Betong
med vbt > .45 och antiutvaskningsmedel var
inte saltfrostbestiindig ens med 8% luftinnehall
vid vbt = 0.45. Betongen i bortre delen vid
gjutning i L-box, dédr inblandad luft troligen
vaskades ur under gjuiningen, uppvisade en
dalig saltfrostbestdndighet for vbt = 0.35 och
4% lufthalt samt fér vbt = 0.45 och 8% luft-
halt, figur 3. Fér betong i bortre dnden av L-
boxen erfordrades 8% lufthalt for betong med
vbt = 0.35 i syfte att uppfyla kraven pd god
saltfrostbestindighet (< 0.5 kg/m? avskalning).
For betong med vbt = 0.45 uppfyldes inte kra-
ven pa god saltfrostbestdndighet vid gjutning i
bortre dnden av L-boxen ens med 8% lufthalt.

Saltfrostavskalning (56
cykler,bortre del . kg/m?}

Vbt (%)

Figur 3 — Saltfrostavskalning i bortre delen av
betongen efter 56 cykler vid varierande vbt och
lufthalt, A (%).

Densitet, segregation och halifasthet

Det observerades en klar effekt av Jufthalten pa
hallfastheten hos betongen. Effekten av en
densitetsskillnad var dock liten pd hallfastheten
i betongen. Segregation dgde rum i ytan av be-
tongen nira pumpplatsen nistan oberoende av




betongens vbt. En del grévre ballast vaskade
troligen ut frin kronet ndrmast gjutplatsen och
transporterades till nedre delen av provet, i den
bortre delen av konstruktionen, vilket forfaller
att vara logiskt. Trots effekten av segregatio-
nen pa densiteten blev inverkan pa betongens
hallfasthet fiten, £4 MPa, figur 4.

Densitet (kg/m?)

NC 45

Vbt (%)

Figur 4 — Densitet som funktion av gjutplats
och vbt. C = kron, F = botten av form, N =
nira gjutplats, R = bortre del av betongen.

Vii

Rekommendationer

Baserat pé resultat frén tidigare forsok, resuitat
fran laboratorieforsék samt resultat fran filt-
forsok uppfyllde SKB med vbt = 0.40 (7.5%
silikastoft) och en lufthalt > 4% kraven pd inre
{frostbestindighet och saltfrostavskaining.
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28

denotes constants given in Table 2.1
cement-powder ratio

denotes the diameter of the specimen (mm)
10 MPa

denotes 28-day strength (MPa)
denotes age {days)
denates age at loading {days)

denotes age adjusted to 20 °C (all specimens were stored at 20 °C only)
=1 day

=] day

denotes constants given in Appendix 2.13

water-binder ratio

air content (%)

air-entraining admixture

increased amount of filler

Concrete Technical Centre

chloride migration coefficient (m¥s)
24% PFA and 9% SF

deagrating admixture,

durability factor

denotes the elastic modulus, i.e. FRF, at the end of the testing.
denotes the elastic modulus, i.e. FRE, at the start of the testing.
12% PFA and 5% SF

fly ash

fundamental resonance frequency

15% GF and 5% SF

glass filler

hydroxypropyl methylcellose

Limus 40 limestone filler

limestone powder only

new mixing order (filler at the last)

nenotes number of cycles at the end of the test

nermal concrete

ordinary mixing order (filler at the first)

denotes the value of the parameter

fly ash (%)
NC

normal concrete, ordinary mixing order, second, 28 days’ start age

specific surface of air voids (1/mm)
Limus 15 limestone filler

salt freezing and thawing scaling (kg/m?*)
Self-Compacting Concrete

silica fume (%)

CEMIII with 68% slag content

5.5 m hydrostatic pouring pressure

Thaumasite Sulphate Attack
Viscosity-Modifying Admixtures

= -1 for slowly hardening cement; = 0 otherwise.
6% air content

28 days’® age at start of testing.



1. INTRODUCTION, LIMITATIONS AND
OBJECTIVE

1.1 Introduction

Self-Compacting Concrete, SCC, that does not re-
quire any energy for compacting in order to cover
the reinforcement or fill out the mould has at-
tracted a great deal of interest internationally and
in Sweden. Nineteen full-scale bridges and other
{ull-scale projects now exist from SCC [I]. The
technique has also been introduced for dwelling
houses, tunnels and office buildings [2-4]. SCC
has been mtroduced for the production of poles,
piles and pillars [5-12]. Regarding concrete under
severe circumstances for construction of bridges,
dams, tunnels and so forth, the requirements of
durability are higher and a higher level of docu-
mentation is required than for concrete that is used
for dwelling houses or office buildings. The pri-
mary durabilify propertics are chloride ingress,
fire resistance, internal freezing and thawing resis-
tance, salt freezing and thawing scaling and sul-
phate resistance for concrete under severe situa-
tions. All mentioned properties of a typical con-
struction concerete were studied at our department.
Salt freezing and thawing scaling, internal freez-
ing and thawing resistance and sulphate resistance
did not differ much from the corresponding prop-
erties of normal concrete, NC. Chloride ingress
was larger in SCC than in NC. It is known from
the Great Bilt railway tunnel and also from the
Channel railway tunnel that large scale spalling of
the concrete may occur during catastrophic fire
especially in concrete at low water to cement ra-
tio, w/c. Such scaling is avoided by including

polypropylene fibre also in SCC or by avoiding
large quantities of filler in SCC, i.e. by the use of
a cement-powder ratio, ¢/p, high enough. w/b,
high enough, was also important for avoiding fire
spalling.

1.2 Limitations

Twelve SCC with w/c = (.35, 0.40 or 0.45 and 12
NC with w/c varying between 0.45 and 0.70 were
studied related to strength and freezing and thaw-
ing resistance. About 3 months age applied at the
start of testing. The tests were carried out in fresh
water (internal frost resistance) or in water with
3% of sodium chloride (salt frost scaling). The
temperature during testing varied between +/- 20
°C, twice a day. The concrefe was water-cured
from casting until testing. All the specimens were
core-drilled from a larger specimen of concrete. In
this way the effects of bleeding, carbenation, con-
crete skin, crazing, segregation and so forth were
avoided. The strength development was followed
in parallel.

1.3 Objectives

The objectives were to investigate freezing and
thawing resistance (internal frost resistance and
salt frost scaling) of submerged cast SCC at dif-
ferent w/b and different air content for repair of
concrete for water power plant dams and harbours
in severe conditions. The objective was also fo
compare the result with the corresponding proper-
ties of normal submerged cast concrete, NC. Fi-
nally the objective was to give recommendations
how to produce SCC for repair of water power
plant dams and harbours durable to freezing and
thawing attack.



2. PREVIOUS RESEARCH
2.1 Salt freezing and thawing resistance

2.1.1 General effects

An overview gave the effects of concrete con-
stituents on the salt freezing and thawing scaling
[13]). Effect of five paramecters after 56 cycles
were studied, Fig. 2.1, which gave an equation:

P =aIn(Sc) + b 2.1

a,b  denotes constants given in Table 2.1

w/b  water-binder ratio (x10)

A air content (%)

P denotes the value of the parameter

PFA fly ash (%)

S specific surface of air voids (1/mm)

Sc¢  salt freezing and thawing scaling (kg/m?)
SF  silica fume (%)

25 9]

Parameter in study

Salt frost scaling (kg/m?)

—— A (%) --0--PFA {%)
— -A— S (1/mm) ==X~ 'SF (%)
i < 10-w/ib
Fig. 2.1 - Effect of air content, A (%), fly ash,
PFA (%), specific surface of air voids (1/mm), §,
silica fume, SF (%) and water-binder ratio, w/b
(x10) on salt freezing and thawing scaling of con-
crefe.

Table 2.1 - Constants of equation (2.5)

P A PFA IS SF 10-wib

Sort (%) (%) |(Vmm) [(%) |-

a -2.83 11.8 [-15.6 -10.8 [1.23

b 0.28 223 [-2.8 -13.7 [5.70

2.1.2 Influence of mineral additives

The salt freezing and thawing scaling increased
with increasing amounts of fly ash and at higher
w/b but decreased with all other parameters such
as higher air content, higher silica fume content
and with a farger specific surface of the air voids.
The salt freezing and thawing scaling of concrete
with pure Portland cement, OPC, and of concrete
with additives was compared [14], Fig. 2.2, Con-
crete with OPC contained 4% air, concrete with
10% fly ash, PFA, and 5% silica fume, SF, 6.2%
alr and concrete with 40% fly ash and 5% SF
5.2% air, However, the increase of salt freezing
and thawing scaling shown in Fig. 2.2 for concrete
with additives may also be as a result of an in-
creasing w/b. At about w/b = 0.38 the salt freezing
and thawing scaling of concrete with 40% fly ash
and 5% silica fume (5.2% air content) was 10
times that of concrete with pure Portland cement
{4% air content) [14], which more or less con-
firms the results of [13], Fig. 2.1. In another study
the effect of fly ash, ground blast furnace slag and
silica fume on the salt freezing and thawing scai-
ing was investigated [15]. Appendix 2.1 shows the
mix proportions of the in this study and Fig. 2.3
the salt freezing and thawing scaling. The air con-
tent of all the studied concrete was close or equal
to 6%. Salt freezing and thawing scaling increased
in concrete with large amounts of slag compared
with the corresponding scaling of Portland cement
concrete, Fig. 2.3 [15]. The salt freezing and
thawing scaling was acceptable at less than 0.5
kg/m? scaling after 56 cycles [15].

1
E
2
= 0.1
o
£ —
e
[ ]
0
g 0.01 +
(e
S
3 -

0.001 ML ,

OPC OPC + QPC +
10% PFA 40% PFA
+ 5% SF + 5% SF
M0O.37 00375 N0.38 B0.44
3045 m@O0.46
Fig. 2.2 - Salt freezing and thawing scaling of

concrete with Portland cement and of concrete
with additives. w/b is given (0.37 < w/b <0.46).
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Fig. 2.3 - Salt freezing and thawing scaling of
SCCs with additives. FA = fly ash, GF = glass
filler, NC = normal concrete, SF = silica fume.

However, for concrete with 12% fly ash and 5%
silica fume as calculated on the cement content,
less salt freezing and thawing scaling was ob-
served than for a normal concrete without these
additives. For 24% fly ash and 9% silica fume lar-
ger salt freezing and thawing scaling was obtained
than for the normal concrete, Fig. 2.3. The salt
freezing and thawing scaling to a great degree also
depends on the air void system created in the con-
crete. The salt freezing and thawing scaling is not
only dependent on the type of binder.

2.1.3 Comparison between NC and SCC

Salt freezing and thawing scaling and internal
freezing and thawing resistance of SCC and NC
were studied by Rougeau, Maillard and Mary-
Dippe [16]. Mix composition, properties, salt
freezing and thawing scaling and FRF from this
investigation is shown in Appendix 2.2. The FRF
gives a measurement of dynamic elastic modulus,
which in turn is a measurement of the internal
damage. The following conclusions were drawn:

1. Salt freezing and thawing scaling and the loss
of FRF were larger for NC than for SCC.

2. Salt freezing and thawing scaling increased
with fime for NC but remained constant for
SCC at 0.9 kg/m? which was obtained after
28 cycles.

3. NC exhibited a total loss of the internal solid-
ity after 150 freezing and thawing cycles
while SCC lost only 7% of the cohesion.

4, After 300 freezing and thawing cycles the de-
cline of the cohesion was 12% of SCC.

2.1.4 Effect of cement {ype

The salt freezing and thawing scaling of concrete
with pure Portland cement (CEM 1) and that of
concrete with cement CEM 11 (14% limestone
filler) was compared [17], Fig. 2.4. The w/b var-
ied between w/b = 0.42 for concrete with pure
Portland cement and w/b = 0.43 for concretes with
limestone filler. The air content varied as follows:

. Concrete with pure CEM L: 5.8% air

2. Concrete with CEM 1 + 13% PFA + 5% SF:
5.4 % air

3. Concrete with CEM II: 5.8% air

4. Concrete with CEM 11 +13% PFA + 5% SE:
7.2 Y air

No significant effect of limestone filler in con-
crete on salt freezing and thawing scaling was ob-
served (CEM I and CEM 1) [17]. Concrete with
CEM I, 13% PFA and 5% silica fume exhibited an
increase of salt freezing and thawing scaling as
compared to concrete with no additives. The ef-
fect of additives on the salt freezing and thawing
scaling with CEM I could not be set since the air
content was not constant.

0.4

0,3

g,2

HHEE

CEM! CEMI CEMIl CEMII

Salt frost scaling (84 cycles, kg/m?)

+13% + 13%
FA + FA+
5% SF 5% SF

Fig. 2.4 - Salt freezing and thawing scaling with
CEM and CEM 11 (14% limestone).

2.1.5 Effect of w/b, silica fume and slag

Salt freezing and thawing scaling after 56 freczing
and thawing cycles at 28 days’ starting age of
concrete with 5% silica fume, SF, or with 30%
blast furnace slag was compared with that of con-
crete without additives (OPC). All concrete had
4.6% air content [18]. Fig. 2.5 shows salt freezing
and thawing scaling after 56 cycles versus w/b
(1:1). The salt freezing and thawing scaling de-
creased with larger w/b, in contrary to what was
demonstrated by [13], i.e. increase of salt freezing
and thawing scaling with increase of w/b,
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Fig. 2.5 - Salt freezing and thawing scaling after
56 cycles versus w/b with OPC, either 5% silica
fume, SF, or 30% blast furnace slag (air content
4,6%).

At w/b = 0.35 the salt freezing and thawing scal-
ing of concrete with OPC was about 4 times that
of concrete with w/b = 0.50. At w/b = 0.35 the salt
freezing and thawing scaling of concrete with 5%
SF was about half that of concrete without silica
fume, SF. Concrete without SF exhibited larger
salt freezing and thawing scaling than concrete
with OPC and 5% SF at w/b = .30, 040 and
0.50. On average concrete with 5% SF obtained
about 35% larger salt freezing and thawing scal-
ing than concrete with pure OPC (concrete with
30% slag obtained about 70% larger scaling on
average than concrete with pure QOPC). As related
to strength the salt freezing and thawing scaling
seemed to be increasing at higher strength (the air
content was about 4.6%), Fig. 2.6. Concrete with
30% slag and 85 MPa strength (w/b = 0.35) ob-
tained about three times as large freezing and
thawing scaling as concrete with 30% slag and 90
MPa strength (w/b = 0.30), which may be an ef-
fect of seif-desiccation. Self-desiccation is much
more pronounced at fow w/b. However, for con-
crete with 5% silica fume the opposite results
were found: at w/b = 0.30 (100 MPa strength) the
salt freezing and thawing scaling was about three
times that of concrete with w/b = 0.35 and 90
MPa strength.

2.1.6 Effect of water absorption

Water absorption after capillary suction of 56 salt
freezing and thawing tests, the loss of internal

glastic modulus and the sulphate resistance of
SCC with different amount of filler were studied
[191. The fillers in use were fly ash, PFA, or silica
fume, SF or combinations of these two additives.
No air-entrainment was used in the concrete
(about 1.5% natural air content at higher water-
binder ratio, w/b, and about 3% air content at low

w/b). As expected, the water-absorption increased
with larger w/b, Fig.s 2.7-8 [19]. However, with
more additive of fly ash less absorption was ob-
served. The structure then became more dense due
to the interaction of OPC and fly ash.
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Fig. 2.6 - Salt freezing and thawing scaling afier

56 cycles of concrete with pure OPC, 5% silica

fume, SF, or 30% blast furnace slag (air content
4.6%).
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Fig. 2.7 - Capillary suction decreased with more
fly ash, but increased with higher.
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Salt freezing and thawing tests were performed
according to [20], Fig.s 2.9-10. Since no air-
entrainment was used the denser structure with
more fly ash (50% instead of 25%) caused larger
expansion during the freezing and thawing cycles
followed by larger water absorption [19]. The
relative elastic modulus of concrete after 56 freez-
ing and thawing cycles was also examined [19],
Fig. 2.11-12. Large water absorption of concrete
with 50% fly ash or with w/b = 0.40 caused inter-
nal destruction due to salt freezing and thawing at-
tacks {the concrete did not contain air-
entrainment). Concrete at w/b < .30 did not need
air-entrainment to withstand 56 salt freezing and
thawing cycles, Fig. 2.12, indicated by [21].
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Fig. 2.9 - Water-absorption after 56 cycles in-
crease with fly ash. w/b ratio is given.
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Fig. 2,10 - The water-absorption (after 56 salt
freezing and thawing cycles) increased with the
water binder ratio and with larger amount of fly
ash,
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[30.26 @0.29 E0.30 B0.32 W0.36 E0.40

Fig. 2.11 - Relative elastic modulus after 56 freez-
ing and thawing cycles. w/b ratio is given.

In this case self-desiccation of concrete prohibited
internal expansion large enough to damage the
concrete. On the other hand, the loss of elastic
modulus was larger in concrete with 50% fly ash
and 7.5% silica fume than with 25% fly ash de-
spite a low w/b = 0.30, Fig. 2.11 [19].
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2.1.78CC

Concrete performs excellent with less than 0.20
kg/m? salt freezing and thawing scaling afier 56
cycles, and good with less than 0.50 kg/m?* Fig.
2.13 shows results of salt freezing and thawing
scaling at 28, 56 and 112 freezing and thawing
cycles of concrete shown in Appendix 2.3 [22-
261, Only comparison between the different con-
cretes may be done. SCC obtained the same salt
freezing and thawing scaling as NC did. The fol-
lowing conclusions were drawn at 112 cycles:

1. More filler did not increase the amount of salt
freezing and thawing scaling.

2. At 28 days’ start age salt {freezing and thawing
scaling was larger in SCC than in NC.

3. SCC with 5.5 m pouring pressure instead of
0.23 m did not obtain more salt frost scaling.

4. SCC with coarser limestone filler (Limus 40)
obtained more salt frost scaling than SCC
with finer limestone filler did (Limus 13},

2.2 Internal freezing and thawing resistance

2.2.1 Effect of mineral additives

Figs 2.14-16 show results on fundamental reso-
nance frequency, FRF, length and mass change af-
ter 100 and 300 freezing and thawing cycles in
distilled water [22-26]. Notations in Figs 2.14-16:

s D= 24% PFA and 9% SF
e F= 12% PFA and 5% SF
e G= 15% GF and 5% SF

e KO28= limestone powder only

¢ ROII28 = normal concrete
+ T= CEMIII with 68% slag content

RO
KC I
D F G 28 28 7

7&TD§W§TD§J§_

3100 cycles

Change of fundamental
frequency {%)

Mix proportions, number of
cycles

Fig.s 2.14 —FRF after 100 and 300 freezing and
thawing cycles. Notations are given above.
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Fig.s 2.15 — Length after 100 and 300 freezing
and thawing cycles {£ 20 °C). Nofations above.
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Fig.s 2.16 — Change of mass after 100 and 300
freczing and thawing cycles in distilled water.

For the mix proportions D and ROII the decrease
of FRF after 300 freezing and thawing cycles co-
incided well with the loss of weight. For other mix
proportions, F, G and T, small changes of the
measured properties were observed, which indi-
cates better performance to internal freezing and
thawing resistance than concrete D and ROII did.
After length changes the FRF increased in the
SCC KO28 due to water absorption, Fig. 2.17.
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222 8CC

Fig.s 2.18-20 show results on internal frost resis-
tance on the FRF, length change and change of
mass after 100 and 300 freczing and thawing cy-
cles in distilled water (x 20 °C)of concrete in Ap-
pendix 2.3 with cement specifications given in
Appendix 2.4. SCC in Appendix 2.3 exhibited
much larger changes in FRF, length and mass than
concrete in Appendix 2.1, which indicated the re-
sistance to internal freezing and thawing to be of
lower in SCC with limestone filler than in con-
cretes with silica fume, fly ash, slag or glass filler.
The first NC, RO, was almost destroyed after 300
freezing and thawing cycles (about 80% loss of
FRF, about 1% increase in length and about 2,5
kg/m? loss of weight). The comparative Fig.s for
NC named RO I were 2% loss of FRF, about
0.1% increase in length and about 0.3 kg/i® loss
of weight after 300 cycles. Fig. 2.21 shows FRF
versus length change.
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Fig. 2.22 shows a summary of change on average
of FRF, Fig. 2.23 shows a summary of length
change and Fig. 2.24 a summary of the loss of
weight of SCC mix proportions with the same
type of limestone filler {(brand Limus 40) and 6%
or 8% air content and of NC with 6% air content
independent of the age at start of testing, Appen-
dix 2.3-4. It may be observed that the SCC with
6% air content resisted internal freezing and thaw-
ing better than SCC with 8% air. Increased
amount of air content is supposed to increase the
internal freezing and thawing resistance as well.
Therefore tests of the significance of the results on
the effect of air-entrainment were performed on
mix proportions KN and KN8 which show that the
change of fundamental resonance frequency, FRE,
and mass of concrete was significantly larger for
SCC with 8% than for than for SCC with 6% air
(z > 2; the difference in length change was not
significant different since z < 2). Tests of signifi-
cance of the results on the effect of compaction
method were also performed on mix proportions
KO, RO and RO 1T in Appendix 2.3. These tests
show that the change of FRF and mass of concrete
was significantly larger for NC than for both SCC
mixes with 6% air (z > 3; difference in length

change showed a significant different at 90 days’
age at start of testing; z = -5.7).The conclusion is
that it is not feasible to increase the air content 100
much in concrete that is supposed to obtain in-
creased ability 1o resist internal freezing and thaw-
ing attack.
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Fig. 2.22 — On average change of FRF of concrete
in Appendix 2.3. K = SCC with limestone filler. R
= NC; 6 = 6% air content,
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2.3 Thaumasite sulphate attack

Concrete shown in Appendix 2.3 {except for
ROIT) were tested for Thaumasite Sulphate At-
tack, TSA, in sodium sulphate 18 g/l (distilled wa-
ter). TSA is of interest for concrete in harbours or
concrete foundations when sulphates exist in the
ground water. The sodium sulphate was replaced
every month and slowly rotated by a propeller.
The temperature was held at 5 °C. Fig. 2.25-2.26
show the change of fundamental resonance fre-
quency, FRF, and the mass change over 900 days.
The corresponding results for distilled water cur-
ing and seawater curing are also shown in the Fig.
2.25-2.26. Seawater from Barsebick was used
(1% sodium chloride). The following conclusions
were drawn [27]:

1. No correlating was found between the water-
powder ratio and the change of FRF with
normal mixing order (filler first) nor the mass,
i.e. the content of lime stone filler did not ac-
cept the properties, Fig. 2.27

2. With reversed mixing order (filler last) larger
scaling of the surface of SCC was observed
after 900 days of TSA (concrete KN 28 and
KN 90), especially when combined with an
increased amount of air content (KNB8 28,
KN8 9

3. The damage of SCC with reversed mixing or-
der was clearly visible

4. Distilled water curing or curing in seawater
did not affect FRF nor the mass of SCC with
reversed mixing order like curing in sodium
sulphate did.

5. For NC with ordinary mixing order no large
different was not observed of FRF nor the
mass when the concrete was cured in distilled
water or seawater.
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Fig. 2.27 — Change of FRF and the mass change
over 900 days versus water-powder ratio, w/p, of
TSA at wic = 0.39. 28 = 28 days’ age at start of

testing.
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2.4 Chloride migration coefficient, D

2.4.1 Effect of w/c

It was important to achieve a submerged cast SCC
that not only was resistant to frost but also to other
aggressive factors in sea water such as chlorides.
Fig. 2.28 shows D of 3-year ¢ld SCC with quartz-
ite filler and of NC [22]. All concrete mixes con-
tained Portland cement (CEMI42.5R Slite Std)
except for concrete with w/c = 0.27, in which the
low-alkali Portland cement (CEMI42.5BV/SR/LA
Degerhamn) was used, Appendix 2.4 [22]. The
mix proportion is given in Appendix 2.5. The
measurement was performed with a rapid test
method developed by Tang [28]. First of all w/c
ought to be low in order to control D. For SCC
with w/c = 39%, D = 13:10"" m*/s was obtained.
From Fig. 2.28 an expression for D at 3 years® age
was obtained by linear regression (107 m¥s, wic
in %) [22]:

D = (0.97-w/c —25) 10" m*/s
{27% < wic < 80%; R* = 0.96}

2.4.2 Effect of mineral additives

Another factor influencing on D is the content of
mineral additives. D was studied for 3 Portland
cement concretes and 1 silica fume, SF, concrete,
Fig. 2.29 [29]. The mix propertions are found in
Appendix 2.6 [29]. D decreased in concrete with
sitica fume compared with a pure Portland cement
based concrete with the same wic [29].
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Fig. 2.28 - Chloride migration coefficient, D, of 3-
year old SCC with quartzite filler and of NC.

The electrical conductivity was studied on con-
crete discs of NCs for the Great Belt Link, [30-
32]. Especially in silica fume concrete the conduc-
tivity of NCs was reduced substantially. The ef-
fect of fly ash on the electrical conductivity in
Portland cement concrete was insignificant {31].
Alteration of the amount of fly ash in NC did not
affect D. In another project 4 types of SCCs and
one NC for marine environment were studied, Fig.
2.30 [15]. The mix proportions of the concrete in
the experiment are given in Appendix 2.1.



A decrease of D was observed when using slag
cement or silica fume concrete. Also in this case
the effect of fly ash on D in Portland cement con-
crete was found to be insignificant [32]. When us-
ing glass filler instead of fly ash D remained on
the same level, Fig. 2.30. When using 68% slag of
the slag cement a very low D was found, Fig. 2.30

[15].
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Fig. 2.30 — D was studied for SCC and NC. FA =
fly ash, GF = glass filler, SF = silica fume.

2.4.3 Effect of self-desiccation

After water curing of concrete with low w/c, chlo-
rides may be transported from the surface of the
concrete to the depth of water front but no further
since the pores are partly disconnected by air
filled voids as a result of chemical shrinkage [33].
For concrete with low w/c < 0.40, this depth of
water ingress varies from 2 cm up fo 5 ¢cm even
after 7 years of exposure, Fig. 2.31 [34-36]. Dur-
ing 7 years D decreases substantially as compared
to the initial D at young age.
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Fig. 2.31 - For concrete with Jow w/c < 0.40, the
depth of water ingress varies from 2 cm up to 5
cm even afler 7 years of exposure.

Hydration products will occupy all space in the
concrete since the volume is limited for those to
increase at low w/c [37]. The shortage of space in
concrete with low w/c will actually stop both hy-
dration and chloride migration with the effect of
chemical shrinkage in a small distance from the
surface of the concrete, i.e. within the surface
cover layer of the reinforcement. The distance
from the surface to the reinforcement normally
exceeds 5 cm. Fig. 2.32 shows the relative humid-
ity, RH, of submerged concrete with w/c = 0.40
(5% SF) [38].
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Fig. 2.32 - RH with w/c = 0.40 (5% SE).

In a homogenous system chemical shrinkage will
cause self-desiccation [39]. At the internal part of
a large concrete specimen with low w/c RH will
coincide with RH obtained at self-desiccation. Re-
inforcement corrosion owing to chloride migra-
tion will normally be hindered by use of concrete
with sufficiently low w/b < 0.40, an adequate con-
crete cover provided that the surface is free from



cracks [39]. Formulae for estimating the chloride
migration were introduced some 30 years ago for
concrete in use at that time, i.e. with w/c > 0.40.
These formulae do not account for self-
desiccation since concrete with sufficiently low
w/c was not in use at the time [40]. A great step in
the understanding of D in NC with w/c > (.40 was
taken when the binding capacity related to the
cement content was clarified [41]. Rapid tools for
examining concrete were a great advantage for
concrete optimising under severe conditions in sea
[42]. Different models were put forward but still
the effect of self-desiccation was not considered
[43,44].

2.5 Long-term stability of silica fome concrefe

2.5.1 General

One way of designing submerged cast SCC was to
use silica fume for filler in order to avoid segrega-
tion and assure a good workability. Then it was of
great importance to confirm the long-term stabil-
ity of silica fume concrete which was done in a
13-year study [45-50]. Compressive strength, f,
splitting tensile strength, f., and hydration were
studied on cores, 80 mm long and 40 mm in di-
ameter, drilled out of large concrete specimens
(250 kg cach). Half of the specimens contained
silica fume. All other material parameters were
held constant. The concrete was poured in the
shape of a disc, 1 m in diameter and 0.1 m thick.
To simulate a long column, the flat sides of the
disc were sealed by thick [ayers of epoxy resin; at
least 2 mm. Also the circular rim of one third of
the specimens was sealed by a minimum of 2 mm
epoxy resin. The diffusion of moisture through the
epoxy resin was negligible compared to the diffu-
sion through the porous concrete. The rims of one
third of the specimens were subjected to a climate
with a temperature varying between 18°C and
24°C and an ambient relative humidity between
23% and 48% [51]. The circular rims of the re-
maining one third of the specimens were sub-
merged and cured in water. A total of about 2400
measurements were carried out, Appendix 2.7.

2.5.2 Testing methods

At all ages except for 155 months cylindrical
cores were laken in equal numbers at a distance of
50, 150 or 350 mm from the exposed surface in
order to study strength and hydration. At 155
months’ age cores were taken at about 100 mm
distance from the exposed surface of the large
concrete specimens. During the testing of strength
inter-layers of hardboard were used. The width of
the hardboard was 4.5 mm at the split tensile fest-
ing. The testing rate was 1 MPa/s (compressive
strength) or minimum 30 s (split tensile strength).
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Cast-in plastic tubes were placed at different dis-
tances, 50, 150 and 350 mm, from the exposed
circular surface of the column in order to measure
the relative humidity, RH. Parallel to the cast-in
items, thermocouples were placed in the concrete
[52]. The measurement points of RH were pro-
tected by a cover made of expanded plastic insula-
tion in order to minimize the effects of variations
in the ambient climate in the laboratory. The
measurement period of RH was 22 h. The probes
were carefully calibrated [53]. At 155 months’ age
the RH measurement was performed on the drilled
cores that were placed and sealed in double sealed
0.2-mm plastic bags. Three cylinders 40 mm in
diameter and 80 mm long were submerged in 3%
sodium chloride and frozen/thawed once a day be-
tween + 20 °C. The weight of the cylinders was
taken before and after the freezing, after 56, 112
and 300 cycles. Ignition tests were carried out fo
obtain the hydration of the specimens for strength
[54). The concrete was crushed into maximum 5
mm pieces and dried for 1 week at 105 °C before
the ignition took place at 1050 °C for 16 h. Com-
pensation was made for the ignition loss of ce-
ment and aggregate in the calculation of hydration
losses [55].

2.5.3 Materials

Appendix 2.4 shows the chemical composition of
the low-alkali cement CEM I 42.5 BV/SR/LA that
was used {51]. Eight types of concrete were stud-
ied on 24 large concrete specimens. The aggregate
consisted of crushed quartzite sandstone §-12 mm
(compressive strength: 333 MPa, splitting tensile
strength: 15 MPa, Young’s modulus: 60 GPa [56]
and ignition losses: 0.25% [57]) together with
natural gravel 0-8 mm (granite, ignition losses:
0.85% [57]. The silica fume was granulated pow-
der (ignition losses: 2.25% [57], specific surface:
17.5 mzlg). The superplasticizer (naphthalene sul-
phonate) was added 30 s after all the other materi-
als during the mixing (mixing time: 240 s). In Ap-
pendix 2.8, the composition (kg/m® dry material)
of the concretes, the properties in fresh state and
the compressive strength are shown [58].

2.5.4 Compressive strength

Fig. 2.33 shows the development of strength in
concrete with 10% silica fume and Fig. 2.34 with-
out silica fume. Fig. 2.35 shows the efficiency
factor of silica fume, i.¢. the effect of 1 kg of sil-
ica fume in comparison with the effect of [ kg of
Portland cement on compressive strength. The
strength was increasing continuously.
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Fig. 2.33 — Compressive strength (10% silica
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2.5.5 Split tensile strength

Fig. 2.36 shows the development of split tensile
strength in concrete with 10% silica fume and Fig.
2.37 without silica fume. Fig. 2.38 shows the effi-
ciency factor of silica fume, i.c. the effect of 1 kg
of silica fume on split tensile strength in compari-
son with the effect of 1 kg of Portland cement.
Fig. 2.39 shows the split tensile strength versus
the compressive strength with 10% silica fume.
Fig. 2.40 shows the split tensile strength versus
the compressive strength without silica fume. Fig.
2.41, finally, shows split tensile strength versus
compressive strength.

Splitting tensile
strength (10%
silica fume,MPa)

Fig. 2.36 — Split tensile strength (10% silica
fume,MPa).
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strength (no
silica fume,MPa)

{months}

Fig. 2.37 — Split tensile strength (no silica
fume,MPa}.
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Fig. 2.39 - Split tensile strength versus the com-
pressive strength with 10% silica fume.

2.5.6 Hydration

Fig. 2.42 shows hydration with 10% silica fume
and Fig. 2.43 the hydration without silica fume.
Fig. 2.44 shows efficiency factor of silica fume as
related to hydration. Fig. 2.45 shows the compres-
sive strength of concrete, with and without silica
fume, versus the relative hydration.
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Fig. 2.40 - Split tensile strength versus the com-

pressive strength without silica fume.
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2.5.7 Self-desiccation and salt frost resistance

Fig. 2.46 shows self-desiccation in concrefe with
10% silica fume and Fig. 2.47 the self-desiccation
without silica fume, Appendix 2.8. Fig. 2.48
shows efficiency factor of silica fume as related to
self-desiccation. Fig. 2.49 shows the salt freezing
and thawing scaling versus the w/c. An amount of
(.5 kg/m® indicates good resistance.
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Fig. 2.46 — Self-desiccation (10% silica fume).

1,00
[
°
& B 0.90
22 .
P
£ cE 080
-
2 =
T 3
¥ S 0.70
0 .
B
0.60

Age {months)

Efficiency factor
of silica fume with
self-desiccation

{months)

Fig. 2.48 - Efficiency factor of silica fume on self-
desiccation.

Salt-frost scaling of SCC with and without silica
fume (blended cement with 7.5% silica fume in all
concrete, both NC and SCC, Appendix 2.9) was
studied 224 cycles. w/b = 0.35 and w/b = 0.40 was
used. Fig. 2.50 shows that the long-term salt-frost
scaling performed well at least at 112 cycles,
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Fig. 2.49 - Salt freezing and thawing scaling vs
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The following conclusions were drawn:

s All concrete obtained excellent salt-frost re-
sistance at 56 cycles, i.e. < 0.2 kg/m? scaling.

e Concrete SCC35 with w/b = 0.35 performed
better than at SCC40 w/b = .40,

e (Concrete NC35 with wib = 0.35 without fiiler
performed better than SCC35 and SCC358E.

s The first concrete with w/b = 0.35 to break
down, SCC35, contained limestone filler.

o SCC40 withstood 224 cycles acceptably.
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Fig. 2.50 - Results of long-term salt-frost scaling
performed for 112 ¢ycles. NC = normal concrete,
SCC = Self-compacting Concrete with limestone
filler, SF = silica fume filler only, 35 = w/b.

2.5.8 Conclusions of effect of silica fume in
concrete

Mechanical characteristics are measured and their
evolution interpreted as a function of the role of
silica fume. Previous observations such as the de-
cline of compressive strength in the long term or
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the influence of the hydration parameter have
been found inconsistent. Large concrete speci-
mens, containing 5000 kg of concrete in all, were
used in long-term studies of the effect of silica
fume on the properties of concrete related to
strength, hydration and relative humidity. Half of
the conerete contained 10% silica fume calculated
in relation to the cement content. About 1000
cores were studied fo determine their strength.
About 2400 observations were carried out over
155 months. The following conclusions were
drawn;

1} Stlica fume had a positive effect on all the stud-
ied properties of concrete (compressive and split-
ting tensile strength and relative humidity) with
the exception of degree of hydration. The effect
was pronounced on concretes with low w/c, The
silica fume had a larger effect on compressive and
splitting tensile strength and relative humidity
than cement did, The efficiency factor for silica
fume compared with cement varied between 0 and
25 except for the effect on hydration which varied
between - 3 and -20.

2) Due to the low degree of hydration of cement
in concretes with low w/c< 0.43, silica fume stilt
remained available for the pozzolanic interaction
with the Portland cement, at least until 155
months’ age. In concrete with higher w/c the poz-
zolanic effect stopped before 1 month’s age due to
insufficient silica fume in the mix proportions.

3) After a long time, 155 months, the efficiency
factor of silica fume on the strength became about
2. Between 15 and 155 months’ age the efficiency
factor of silica fume related fo compressive
strength stabilized around 2 compared to cement.
At wic < 0,43 the efficiency factor of silica fume
on splitting tensile strength decreased with time (=
0 at w/c = 0.25). This phenomenon was explained
by the pronounced self-desiccation which conse-
quently stopped the hydration in low w/c con-
cretes. In concretes with higher w/c, no more sii-
ica fume remained for the pozzolanic interaction
to continue after age 1 month.

4} The relationship between the degree of hydra-
tion and compressive strength developed differ-
ently in concretes with and without silica fume
due to the pozzolanic interaction between Portland
cement and silica fume. Hydration was an incon-
sistent parameter to describe properties with silica
fume,

5) At 56 salt frost cycles with + 20°C one period
per 24 h a normal acceptable salt frost scaling was
obtained with in concrete without air-entrainment
and w/c < 0.55 combined with 10% silica fume in
the mix design. For concrete without silica fume
w/c < 0.35 was required to obtain frost resistance



without air-entrainment. The explanation was
probably the ability of silica fume to prevent chlo-
ride ingress in the concrete. If no chlorides may
enter the concrete no decrease of the freczing
point of the water will take place and water will
then not enter the concrete either. Behind the low
chloride ingress lays the carly sclf-destceation of
silica fume concrete which means that chlorides
may not be transported in air-filled voids.

2.6 Deformations with silica fume concrete

2.6.1 General deformation requirements

When casting repair concrete around a previously
damaged concrete it is essential to take into ac-
count the effect of shrinkage between the new
concrete and the damaged one. For example the
Oland Bridge was damaged to an extent of 50-100
mm of spalled concrete in the splash zone [61]. In
this case a water-tight groove was built all around
the damaged piers and 400 - 500 mm thick repair
concrete cast dry surrounding the pier. Durability
called for a concrete that was completely free of
cracks. When the surrounding concrete cools then
the concrete of the old piers or dam heat up and
expand. This is when the dangerous and large ten-
sile stresses occurs in the surrounding concrete
with risk of through cracks. However, it is not
possible to achieve crack-free concrete only by
cooling since autogenous shrinkage also has to be
taken into account (shrinkage that occurs in con-
crete with low water-cement ratio due to self-
desiccation). At the Oland Bridge a sliding layer
between the old pier and the new concrete solved
the problem of obtaining crack-free concrete.
Cooled concrete was only used for the purpose of
limit the contraction during cooling. Normal prac-
tise is to cast concrete against a raw surface to ob-
tain the best adhesion. It was the object of the de-
formation studies to obtain values of the autoge-
nous shrinkage used in this project in order to
judge the risk of long-term cracking. The studies
were carried out in another project with exactly
the same mix proportions as in this project [5-12].

2.6.2 Materials and methods

Materials for studies of the properties were deliv-
ered from Switzerland for optimization in Lund,
Appendix 2.9. Fig. 2.51 shows the distribution of
the particles of the materials in use. The materials
were put in stegl barrels in order to maintain a
consiant moisture level. The concrete was mixed
in a 40-1 compulsive mixer in the laboratory or in
a 1000-] mixer of compulsive type in the field.
The following mixing order was used: mixing
with all dry material and water for ¥ minute fol-
lowed by mixing with all material including the
superplasticiser for 2% minutes. The materials

were adjusted to an ideal grading curve using a
computer program [62-66] to achieve optimal mix
proportions. Cubes were cast from the mixes and
stored sealed for one day in the mouid followed
by air curing. The tests and curing took place at
20 °C. For short-term tests of autogenous shrink-
age before 1 day’ age 3 horizontal boxes with a
section of 100 x 100 mm and 400 mm long were
used. One end of the box was free to move with
the concrete that was placed in the box. The
movement of the outside of the box was measured
by 2 LVDTs that were placed at two level, 25 mm
from the surface or 25 mm from the bottom of the
box. The top surface of the box was insulated by
two layers of aluminium foil. The boxes were ei-
ther placed in an ambient RH of 60% or 95%. The
concrete was cast in an ambient RH of 60% or
95%. For long-term tesis after | day’ age 3 + 3
cylinders, either 100 mm in diameter and 500 mm
long or 55 mm in diameter and 300 mm long, 3 of
each concrete type, were prepared in steel moulds,
Alr curing in relative humidity, RH = 60% after 1
day of sealed curing or sealed curing by doubic
layers of aluminmum foil took place. Cast-in items
made of steel fixed measurement nuts on three
sides of the specimen. Well-calibrated mechanical
measurement devices were used. Of each concrete
three creep cylinders of the two curing types were
subjected to 30% of the ultimate strength in
spring-loading devices starting at 14 days’ age
and run for up to 2 years.
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2.6.3 Mix preportions and strength develop-
ment

The mix proportions of the concrete for produc-
tion of ¢reep and shrinkage specimens are shown
in Appendix 2.9 {67,68]. The distribution of the
particles of the mix proportions is shown in Fig,
2.52. The mix proportion of NC shows gap-
grading between 0.031 and 0.25 mm sieve dimen-
sion, which normally is cement-consuming, The
SCC exhibited a more linear logarithmic distribu-
tion of particles in the fresh mix than the NC mix
did. SCC performed almost perfectly with Tso be-
tween 5 and 10 s (time for a stump flow of 560
mm in diameter), with the L-box with the ratio of
the height of SCC at front end to the height of
SCC at vertical shaft varying between 0.75 and 1.
Finally the ratio of the weight of aggregate of the
upper part of segregation cylinder divided by the
weight of aggregate of the lower part varied 0.96
and 1.01. The V-funnel results were 12 and 20 s,
i.e. between 10 and 20 s like requested. The value
of the V-funnel tests should not be too low since
air then may be entrapped in the concrete (for NC
entrapped air is avoided by vibrating tools). Fig.
2.53 shows a rapid strength development of the
mixes in Appendix 2.9 [66,67].

2.6.4 Shrinkage and creep

The shrinkage of moisture insulated specimens of
concrete was investigated for either w/b =035 or
w/b = 0.40, Appendix 2.9. The specimens were
cast and placed in an ambient RH of 60% or 95%
RH. After 1 days the shrinkage became about 210
millionths in an ambient RH of 60% and about 80
millionths in an ambient RH of 95%.
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Fig. 2.52 - Particle distribution of fresh concrete,
Appendix 2.10. SF = silica fume. 35 = w/b (%).
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The self-desiccation will cause a decrease of RH
in concrete with w/b = (.35 of less than 5% which
cause RH > 95% in the concrete. About 80 mil-
lionths of autogencus shrinkage then should be
added to the values shown below. Fig. 2.54 shows
I-day shrinkage of concrete with w/b = 0.35 at
RH = 60%. Fig. 2.55 shows 1-day shrinkage of
concrete with w/b = 0.35 at RH = 95%. Fig. 2.56
shows 1-day shrinkage of concrete with w/b =
0.40 at RH = 60%. Fig. 2.57, finally, shows I-day
shrinkage of concrete with w/b = 0.40 at RH =
95%, The difference between 1-day shrinkage in
RH = 60% and RI = 95% environment was due
to leakage of moisture during the preparation of
specimens or due to leakage of moisture from the
specimen after preparation. If the preparation took
place at RI{ = 95% the leakage became smaller.
Fig. 2.58 shows that shrinkage of SCC was about
20% larger than in NC probably due to the lower
aggregate content of SCC than of NC [69-71].
Fig. 2.59 shows the creep compliance of concrele
100-mm cylinders.
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One concrete was unloaded (SCC35S8F) which
gave the deformation directly after unloading and
also after 1 week of recovery. Since the elastic
modulus was lower at unloading than at loading
the creep coefficient after unloading became
somewhat larger, Appendix 2.10 [59). After 1
week of recovery the effect of the increase of the
elastic modulus was more or less compensated
for, Appendix 2.10. No significant difference be-
tween creep of NC and that of SCC was observed.
Some size effect on total shrinkage was observed
in Fig. 2.60, due to more rapid drying of cylinders
55 mm in diameter than that of 100-mm cylinders.
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However, after 1 year the shrinkage of concrete
cylinders did not differ due to specimen diameter,
which confirmed previous knowledge, Fig. 2.60.
Some small size effect was also observed for the
creep of the concrete, somewhat larger creep
compliance for 55-mm cylinders than for cylin-
ders 100 mm in diameter, independent of the type
of compacting, Fig. 2.61. Fig. 2.62 shows small
creep coefficient. Fig. 2.63 shows the elastic
modulus 100 s after the start of loading of the
creep specimens. Even though strength of NC was
smaller than that of SCC, the elastic modulus was
larger due to larger aggregate content of NC
(0.75) compared with that of SCC (0.72-0.73).
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2.6.5 Comparison with fib 2000 Model for
creep and shrinkage

Comparisons were made between results of the fib
Model 2000 for creep and shrinkage and these re-
sults {72-83]. The elastic modulus was derived ac-
cording to the following formula [72-77]:

Edt) = 21.5 (Fon/Fumo) " exp(1-(28/t/1)"5/2) (2.2)

where

feme = 10 MPa
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fom denotes 28-day strength (MPa)

t denofes age {days)
t =1 day
5 denotes constants given in Appendix 2,11,

The creep compliance of concrete was derived ac-
cording to the following formulae [72-77}:

J(tto) = /E]n(to) + ¢(t,t)] (2.3)
n(tey= Eo/Ec(to) (2.4)
o(t.t)=ar, {T+ay (1-
RH/100%/(0.1-d/200)'71-5.3/(f o/
fomo)”* 1/(1+" 2 (o) (B t-te)] (2.5)
te=to. [9/(2H(to/ty 1) H)+1]° (2.6)
p=150-{1+(1.2-RH/100) *1-d/200+250-(3.5  fome/
fum)®? 2.7)
C"~l=(3°5' f‘(:m(]"’ fcm)o.? (28)
(12:(305' fcm()/ i(‘(:m)o'2 (29)
where
d denotes the diameter of the specimen (mm)
f.. denotes 28-day strength (MPa); f,0 = 10
MPa

t denotes the age (days)

to denotes age at loading (days)

tor denotes age adjusted to 20 °C (all speci-
mens were stored at 20 °C only)

hr = 1 day
o = -1 for slowly hardening cement; = 0 oth-
erwise,

Total shrinkage was derived as the sum of an
autogenous part and a drying part according fo the
following formulae stated below [72-77]. The fib
Model includes the cylinder strength of the con-
crete, fi e, which was calculated by multiplica-
tion of the strength, fe. cupe [71] (MPa).

Eeas(t)=(1 -exp(-0.2-(t) O3 g (o Fomo
W6+ Eema))™ (2.10)
E:(:ds(t,ts):1 1 0"(2+05dsl)'exp(”adsz'fcm/fcmﬂ)' 1,55:(1-

(RH/T00Y)-((t-t,)/(350-(d/200y+H(t-t )N (2.11)
fcc,cyi =0.71 fcc,cubc (2 1 2}
where

d denotes diameter of cylinder (mim)

fome = 10 MPa

- denotes strength at 28 days’ age (MPa)

t denotes time (days)

ts denotes age at start of drying (days)

o denotes constant given in Appendix 2.12.



From the estimation it was clear that the fib
Model underestimated autogenous shrinkage, Fig.
2.64. Only about 40% of the measured autogenous
shrinkage was estimated [10]. The aggregate con-
tent in SCC compared with that of NC would af-
fect in the same order the total shrinkage estima-
tions, which performed well with the fib Model
[78-84]. The creep estimation with the fib Model
performed well except for NC, where a small
overestimation took place. Even though Fig. 2.62
indicates larger creep coefficient of NC than of
SCC, the deformation at the same stress may be
smaller in NC than in SCC since the elastic
modulus of NC is larger than that of SCC, Tig.
2.61.

Creep-
sealed

Creep-
total

Shrink.-
sealed

Shrink.-
total

0.5 1.0

0.0

Ratio of value estimated with the fib Model
and measured value

W Average SCC BSCC35
B SCC355F B SCC35Wh5
mSCC40 CINC35

Fig. 2.64 - Ratio of shrinkage and creep estimated
with the fib Model to the measured value.

2.6.6 Consequences of autogenous shrinkage

About 0.25%0 of autogenous shrinkage will occur
after 1 day’s age since the early 1-day shrinkage
probably will be compensated by early creep. The
surface of the old, repaired concrete will supply
the new concrete with moisture about 25 mm from
the surface which also will be the case for the sur-
face of the new concrete. In these parts of the
submerged concrete no autogenous shrinkage will
occur. In the resisting part autogenous shrinkage
will occur, partly restrained by the surface of the
submerged cast concrete but also by the repaired
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concrete. It is thus essential that the adhesion be-
tween the repaired concrete and the new one does
not exceed the tensile strength of the old concrete
at any time. The surface of the new concrete may
crack dependent on the thickness of the repair
layer. In order to distribute the tensile stress and to
diminish the crack width it is important to use a
suitable reinforcement net in the new concrete and
also to connect the repair layer to the existing
concrete by core drilled anchors. Provided that the
distance of the reinforcement bars is 200 mm the
crack with will be limited to maximum 0.05 mm.

2.7 Submerged cast concrete

2.7.1 General

The advantage by use of submerged cast concrete
compared with normal concrete is to avoid a dry
keeping barrier around the construction during the
production at site [61]. Submerged cast concrete is
used by the Road Administration primary for
foundation of bridges in rivers and at repair of
these constructions [85]. Substantial damages
have been observed at the upstream side of un-
insulated dams of concrete water power plant. In
this positions repair is necessary. In order to resist
penctration of water in the fresh state anti-
washing out compound are necessary to add to a
concrete that is cast submerged by a pump hose.
In Sweden cellulose based anti-washing out com-
pound is used but abroad mostly polymer based
anti-washing out compounds (branch mark: Wel-
lan gum). When using these compounds it seems
to result in low frost resistance. Both the Road
Administration and the water power plants require
a repair concrete to be durable to frost. To be cast
submerged the process and the level of the con-
crete is checked by divers and afterwards by vis-
ual inspection and by strength tests of drilled
cores. In advance of the pumping the slump (flow)
of the concrete is tested. Pre-testing of the con-
crete also may take place of frost resistance and
strength as for a construction concrete. The w/c of
a normal concrete for foundation of bridges in riv-
ers and at dams of concrete water power plants
normally is high (around w/c = 0.50) which is an
disadvantage as concerns frost resistance. Even
though the repair concrete will be frost resistant
the existing construction may deteriorate when
subjected to further frost attack. In order to pre-
vent frost water power dams may be insulated but
bridge foundations not. All damaged concrete at
bridge foundation must be carefully cleaned and
the lose part and parts damaged by frost removed
before casting a new face of the structure. Proba-
bly the repair concrete may not be used in sea or
brackish water since chlorides then may be mixed
into the fresh concrete,




2.7.2 Requirements at construction

According to the requirement of the Swedish
Road Adminisiration pre-casting of submerged
cast concrete has to be performed in two moulds
with a prescribed concrete with a settled grading
curve of the material in the {resh mix proportion
[85-87]. The two types of moulds have the follow-
ing two purposes [85-871:

» Ability of filling and covering reinforcement
¢ Self-levelling without compaction

For these purposes the following sizes of moulds
Zxix1lmand4x0.5x 1 mare used (length x
width x height). Mix proportions of the concrete
arc to be documented and tested untii 90 days’
age. The remaining requirements are as follows:

¢« Design values for concrete strength class
(C20/25 are to be used

¢ The concrete thickness is to be minimum 1 m

« The foundation slab is to be without cracks

+ Horizontal joints are not allowed

»  Agitator is to be used at delivery of ready mix

* The lowest concrete strength class is C28/35

¢  Minimum 350 kg/m? cement is to be used

o Filler content (< 0.25 mm) is to be > 8%

» Concrete without anti-washout powder is to
have slump > 120 mm

¢ Retarding agent is to be included in the mix
proportions and the setting checked

¢ Non-frost resistant concrete may be used

s Anti-washout powder is to be used when
statically reinforcement is included

2.7.3 Requirement at repair

Few literature references exist as to describe the
routines at repair. The folowing requirements
seem to exist [85,88]:

¢ Cleaning with chisel cutting, shot pealing or
blasting

* Repair extent

¢ Repair methods

¢ Material

For repair of mainly minor faults the follwing is
described {85,88]:

*» Methods how to reach the place of repair,
caisson, dry or wet groove ‘

¢ Methods to remove and prepare concrete

*  Mix proportions of concrete repair material

s Techniques for repair

o Strengthening and pre-stressed reinforcement

2.7.4 Testing methods

Several methods used for normal concrete may
not be used for material meant for underwater
contreting where much more viscous material is
used {85,89). The stream test was developed in
Belgium. It consists of a 2 m long and 0.10-0.15
m wide 20-° sloping channel with the concrete
placed in the middle, Fig. 2.65. The amount of
washout material is not quantified only judged
visually.

o flow over conerelc

Conerete sample
Y.

Visual assessment
ef the washout

Water added from container

1/2 round guttering (2 m)
diameter = 100 - 150 mm

Y

Fig. 1 - Stream test,
Fig. 2.65 — Stream test [85,89].
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Fig. 2 - Phunge test {CR1} C6i

Fig. 2.66 — The Plunge test [85,91].



The drop test consists of a scoop that is placed in
water. By visual judgement of the muddiness of
the water the tendency of washout is determined
[85,90]. A pH factor test was suggested in Japan
to determine the risk of washout of a concrete
sample. The Plunge tests was also developed in
Belgium and is used at the University of Ghent
[85,91], Fig. 2.66. The cage contains holes with 3-
mm diameter. The weight of the cage with con-
crete is taken before and after it has been sank
three times underwater in a larger pipe, Fig. 2.66.
The spray tests apparatus is shown in Fig. 2.67
[85,911. A mould within the apparatus is filled

o

‘Fig. 3 - MC-1 apparatus.
Fig. 2.67 — Spray test [91].
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with about 1 kg concrete and sprayed with con-
stant water pressure for 4 min. The loss of mate-
rial is weighed. Fig. 2.68 shows the Orimet test
apparatus which is a flow ability test also used for
SCC [85,92]. The time to empty the Orimeter is
measured in the test. A L-box was designed
[85,88]. The modified L-box apparatus is shown
in Fig. 2.69 with normal concrete K40 [88], in Fig
2.70 with underwater concrete without anti-
washout additive {85], in Fig. 2.71 with underwa-
ter concrete with anti-washout additive and finatly
in Fig. 2.72 with SCC (slump flow 570 mm only).

Fig. 2.68 - Orimet test apparatus - a flow
ability test also used for SCC [85,92].
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Figs. 2.69 - Modified L-box apparatus with normal

concrete K40 [85].
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with anti-washout additive [85].

2.7.5 Frost resistance

Frost resistance for concrete with Viscosity-
Modifying Admixtures, VMA, was studied for
w/c = 0.32, w/c = 0.40 and w/c = (.45 [93]. The
mix proportions are given in Appendix 2.13. Two
types of VMA were used: a natural polymer, we-
fan gum, G, and semisynthetic polymer, hy-
droxypropyl methylcellose, HPMC. The test re-
sults indicate that the air-entraining admixture,
AEA, was most effectively added after VMA and
the superplasticiser, which was a different mixing
order to that normally is used, i.e. AEA entered in
the beginning of the mixing together with the wa-
ter [93]. First of all the spacing factor vs the air
content was seitled at w/c = 0.47, Fig. 2.73.

Fig. 2.71 - Modified L-box wiih underwater concrefe

g

Fig. 2.72 - Modified L-box with SCC (slump flow

Fig 2.70 - Modified L-box apparatus with underwa-
ter concrete without anti-washout additive {851.

570 mm 570 mm only) {85},
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: " + L 1 ; 3 ¢ 1

'é‘ 0.8¢

E

a8 060+

]

S

o

=

I

3

o 020
0.60

Fig. 2.73-

{(w/c=0.47).
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The following equation was obiained (w/c= 0.47):
Lujesoa7 = 0.012 - A (2.12)

A denotes the air content
L denotes the spacing factor (mm)

Once when the AEA was sufficiently well entered
into the concrete it seemed as if the spacing factor
became sufficiently low [93]. About A = 8% co-
incided with L = 0.20 mum which is a normally re-
quired spacing factor in order to obtain salt-frost
resistance of concrete. Fig. 2.74 shows the spacing
factor versus the hardened air content [93]. It was
clear that the spacing factor depended both on w/c
and the air content. The following equation was
found based on Fig, 2.74, Fig. 2.75:

L = 0.05(w/c-0.26)-A ¥ (2.13)
0.40

£ 030

s

G 0.20 |—

&

4

s 0.10

o

jo 3

(7]
0.00 R A

0.00 002 004 006 008 0.10
Air content (hard)

& wic=0.32 Ow/c=0.40 A w/c=0.45

Fig. 2.74 - Spacing factor vs hardened air content.

Spacing factor
(mm)

Air content
(hard)

Fig. 2.75 — Spacing factor with equations (2.12)
and (2.13) versus w/c and hardened air content,

Fig. 2.76 shows the spacing factor versus the
hardened air content for different types of VMA,
natural {gum) or synthetic (HPMC) and for nor-
mal conerele, What ought to be observed is the
large increases of AEA needed especially for con-
crete with HPMC in order to obtain sufficient air
in the concrete, even deaerating admixture, DAA,
was required which makes the concrele sensitive
during transport and so forth. No influence of the
types of VMA on the spacing factor was observed
at constant air content, Fig. 2.76. The elongation
of the concrete after 309 frost cycles in fresh wa-
ter was measured both versus the fresh and the
hardened air content [93,94] (concrete with w/c =
0.45 did not withstand 309 cycles), Figs. 2.77-
2.80. No difference of the elongation was ob-
served related 1o w/c or types of VMA or between
concrete with and without VMA (nermai con-
crete) as related {o the elongation. However, some
increase of the elongation was observed at higher
air content which may be an effect of lower
strength at higher air content {93]. Normally AEA
is used in concrete in order to prevent internal
damages and thereby large elongation. However,
for concrete with w/c = 0.32 and w/c = 0.40 no
change of the internal resonance frequency was
observed and therefore no internal damage [93].
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Tig. 2.76 - Spacing factor vs hardened air content,
natural VMA {gum), synthetic (HPMC), normal.
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Fig. 2.77 - Elongation after 309 frost cycies in
fresh water versus the fresh air content.
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Fig. 2.78 - Elongation after 309 frost cycles in
fresh water versus the fresh air content.
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Fig. 2.80 - Elongation after 309 frost cycles in
fresh water versus hardened air content.

Scaling resistance was studied on slabs, 280 x 230
x 75 mm [93,95]. The top of the surface was
ponded with 3% NaCl after 14 days of wet curing
followed by 14 days of air curing. The slabs were
frozen 50 cycles and the cumulated mass loss was
measured [93,95], Figs. 2.81-2.84. Salt-frost scal-
ing was correlated with hardened air content, Fig.
2.83. No influence of the VMA was observed.

Salt-frost scaling
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Fig. 2.81 — Salt-frost scaling vs fresh air content.
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Fig. 2.82 — Salt-frost scaling vs fresh air content.
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Result were also correlated with the specific sur-
face, S, of the air void content [93]. Fig. 2.85
shows the specific surface versus the hardened air
content. A more or less linear relationship was ob-
tained (VMA of synthetic type, I, gave a more
rapid increase with the air content than VMA. of
natural type, G, gave):

Sw,'c.—"-()_q',- =154-A+ 750 (214)

A denotes the hardened air concrete (%)
S denotes specific surface of air voids (1/mm)

At lower w/c the specific surface, S, rose more
with the air content than at w/c = 0.47, Fig. 2.86
[93]. The following relationship was found be-
tween the specific surface, S (1/mm) and the
hardened air content, A (%), also shown in Fig.
2.87:

S = 41(A-(0.5-w/c)+In(w/c)+1) (2.15)
- 121 5ax + 7 50— 45H
E L [Y 1,254x+7.50 s
£ | RP=072 ' /
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Fig. 2.85 - Specific surface versus the hardened
air content at w/c = 0,45 - 0.47.
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Fig. 2.86 — Specific surface versus the hardened
air content at w/c = 0.32 — 0.45.
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Fig. 2.87 — Specific surface of air voids (1/mm)
versus hardened air content (%), egs. (2.14) -
(2.15).

At low wic the specific air content was more in-
fluenced by the air content which was an effect of
the pore structure, much finer at low w/c than at
higher, Fig. 2.88 shows that no effect of the type
of VMA was observed on the specific surface. As
related to the elongation of concrete after 309 cy-
cles of freezing and thawing in fresh water no ef-
fect of the type of VMA was observed, Fig. 2.89.
However, the elongation became larger at higher
specific surface which was unexpected and may
be an effect of the air concrete being larger at
higher specific surface as well, fig. 2.90. the fol-
lowing relationship was obtained:

£=0,0046-8"°

denotes specific surface of air voids (1/mm}
£ denotes elongation after 309 cycles (%o)
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Fig. 2.88 - No effect of the type of VMA was ob-
served on the specific surface.
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Fig. 2.90 — Effect of specific surface on elonga-
tion of concrete after 309 cycles.

Normally there is a clear effect of the specific sur-
face on the salt frost scaling, Fig. 2.91. Fig. 2.91
shows that a higher specific surface was required
to obtain the same salt {rost scaling for concrete
with VMA as for normal concrete, For concrete
with w/c = 0.45 a relationship existed between salt
frost scaling and the specific surface but not for
concrete with lower w/c, Fig, 2.92 [93]. This in

turn was most probably an effect of self-
desiccation, i.e. at low w/c a great part of the air
voids were formed due to the chemical shrinkage
of water during hydration [35,96]. Still, the salt
frost scaling reported seemed to be very high [93].
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Fig. 2.91 - Higher specific surface was required to
obtain the same salt frost scaling for concrete with
VMA as for normal concrete.
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tionship between salt frost scaling and specific
surface but not the other concrete with lower w/t.



3. MATERIALS, MANUFACTURE AND
METHODS

3.1 Material

Crushed gneiss (E-modulus 61 GPa and strength
230 MPa), pea gravel, crushed sand, natural sand,
limestone filler (brand Limus 40), Fortico blended
cement (CEM 1I/A-D-52,5, 7.5% silica fume),
granulated silica fume (brand Elkem Micropoz)
and Degerhamn cement (CEM [42.5BV/SR/LA)
were used in the mix compositions, Fig. 3.1-4,
Appendices 2.4 and 3.1-2 [97]. Melamine-based
superplasticiser was used for NC (brand Flyt
97M), polycarboxy! ether for SCC (brand Gle-
nium 51) and air-entertainment agent based on fir
oil and fatty acids (brand Microair). The materials
were put in steel barrels in order to maintain a
constant moisture level. The concrete was mixed
in a 40-1 or 1000-1 compulsive mixer in the labo-
ratory or at ready mixer at BTC. The following
ixing order was used:

1. Mixing dry material, air-entrainment and wa-
ter Y2 min.
2. Mixing with superplasticiser 2%2 min.

3.2 Manufacture of specimen

3.2.1 Vattenfall
One third of the specimen was cast or core drilled
by Vattenfall at different locations [85].

322LTH
One third of the specimen were cast at L'TH in
water in a L-box, in the following way, Fig. 3.3-4:

]. Casting and curing in water and core drilling
either at the near (N) or at the remote (R) end
(in the shaft) of the L-box.

2. Internal frost thaw resistance in distilled water
or fresh water: 3 cylinders 50 mm in diameter
and 150 mm in height.

3. Salt frost thaw scaling with 3% sodium chlo-
ride: 3 discs 94 mm in diameter and 40 mm in
height [98].

3.2.3 BTC

The field test at BTC was carried out with sub-
merged cast concrete in a full-scale beam, 0.25 x
1 x 6 m. At the field test one side of mould con-
sisted of a prefabricated concrete element and the
other side of wood or transparent glass fibre [97].
The mould was filled with water before the cast-
ing took place. The cores, 50 x 150 mm, for test of
internal frost resistance, were taken by core drill-
ing. Of each concrete 3 specimens were used from
each corner of the beam, f.e. a total of 36 cores.
The age of the concrete at the start of the testing at
LTH and at BTC was 90 days.

Material passing through

Fig.

Material passing through
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Fig. 3.3 — Bottom of L-box filled with water be-
fore a sliding gate was opencd at the end of the
box in order to cast concrete in the vertical shaft
submerged in the box and to cure it there.

Fig. 3.5 — Tield test at BTC with one side of
mould consisting of a prefabricated concrele cle-
ment and the other of wood or iransparent giass
fibre. Photo: lad Saleh.

Fig. 3.4 - Bottom of L-box filled with water be-
fore a sliding gate was opened at the end of the
hox in order to cast concrete in the vertical shaft
submerged in the box and to cure it there.
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Fig. 3.6 — [ield test at BTC with one side of
mould consisting of a prefabricated concrete ee-
ment and the other of wood or fransparent glass
fibre. Photo: lad Saleh.



3.3 Methods

3.3.1 Internal frost resistance

The adequacy of resistance of a given concrete to
frost attack was determined by freezing and thaw-
ing tests described by ASTM 666-92. The tests
continued until 300 cycles or until the dynamic
e¢lastic modulus was reduced to 60% of its original
value [94]. The damage was assessed after 100
and 300 of frost cycles between +20 °C and — 20
°C of freezing and thawing in distiied water with
two full cycles per day. The conditions of ASTM
666-92 are more severe than those occurring in
practice since the prescribed heating and cooling
cycle is between + 4 °C and — 18 °C at a rate of
cooling of 14 °C/h. In most part of the world, a
rate of 3 °C/lh is rarely exceeded [84]. The tests
were started at about 90 days’ age. For tests of
internal freezing and thawing resistance cylinders
50 mm in diameter and 150 mm long were placed
in distilled water solution after 14 days of pre-
storage in water saturated with lime. The speci-
men was placed in a rubber container, fully im-
mersed in distilled water, Fig. 3.7. The frost thaw
cycle varied between ~ 20 °C and 20 °C, twice a
day, Fig. 3.8. Cooling rate of specimen at internal
freezing was around 12 °C and the heating rate
varied between 10 °C/h and 20 °C, Fig. 3.9. The
dotted line indicates the air temperature. Com-
pared with ASTM 666-92 the cooling rate was
slightly lower but still much more severe than that
in practice. The weight and the fundamental reso-
nance frequency, FRF, of the specimen were ob-
served after 100 and 300 cycles. The durability
factor, Dy, is given by the following expression:

Df = /3 ‘Edc/Edg (3 . 1)

n nenotes number of cycles at the end of the test

Eq4. denotes the elastic modulus, i.e. FRF, at the
end of the testing.

E4 denotes the elastic modulus, i.e. FRF, at the
start of the testing.

The decrease of the elastic modulus due to inter-
nal damages was obtained by measurement of the
FRF in a Grindosonic apparatus. Dy is of interest
primarily in a comparison of different concrete,
preferably when only one variable is changed.
Generally, a value smaller than 40 means that the
concrete is probably unsatisfactory, values be-
tween 40 and 60 are regarded as doubtful while
values over 60 indicate that the concrete is proba-
bly satisfactory [84]. More than 60% loss of elas-
tic modulus, i.e. more the 60% loss of FRF, at 300
cycles is unsatisfactory for the internal frost resis-
tance.

Fig. 3.7 - Specimen in rubber container, immersed
in distilled water (internal frost resistance tests}.
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Fig. 3.8 — Temperature of specimen at internal
freezing and thawing resistance tests.
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Fig. 3.9 — Cooling rate of specimen at internal
freezing and thawing resistance tests.



3.3.2 Salt freezing and thawing resistance

Salt freezing and thawing resistance was studied
by a method previously used by Lindmark {98]
which is similar to the CDF-method [20]. For tests
of salt frost thaw scaling cylinders 100 mm in
diameter and 40 mm long were placed in 3% so-
dium distilled water solution after 14 days of pre-
storage in water saturated with lime. The speci-
men was placed in a plastic container, fully im-
mersed, Fig. 3.10. The frost thaw cycle varied
between — 20 °C and 20 °C, twice a day, Fig.
3.11. The maximum temperature was slightly
fower than in tests with internal frost resistance
but also lower the temperature. A minimum tem-
perature less than 18 °C is of great importance for
damages to occur. At these tests the minimum
temperature well was below 20 °C, Fig. 3.11. The
air temperature is shown with a dotted line. The
cooling rate of the specimen is shown in Fig. 3.12.
The cooling rate varied between 12 °C/h and 14
°C/h the air temperature cooling rate being shown
with a dotted line. The scaling of the specimen
was observed after 28, 56 and 112 cycles. Good
salt freezing and thawing resistance is supposed
with a one-side scaling less than 0.5 kg/m? and
very good salt freezing and thawing resistance at
less than 0.2 kg/m?. This method consist of a all-
side freezing which is supposed to be more severe
the one-side testing procedure.

Fig. 3.10 - Specimen for tests of salt freezing and
thawing scaling in 3% sodium distilled water.
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Fig. 3.11 — Temperature of specimen for salt
freezing and thawing scaling tests.
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Fig. 3.12 - Cooling rate of specimen for salt
freezing and thawing scaling tests.

3.3.3 Strength

A water-cured cube, 100-mm, was tested for
strength af a rate of ¥ MPa/s in a Seidner testing
machine. The testing machine was calibrated. The
accurate strength would be 1 MPa higher. An
eccentricity in placing the cube or the cylinder
may have affected the test result. The fault of
eccentricity was less than 1 mm. The hourglass
shape of fragments after testing the cube indicated
a highly centric placing. At high strength a circu-
lar conical part of the cube remained after testing.
From the field beams @100 x 100 mm cylinders
cored were tested after grinding of the ends.



4. RESULTS

4.1 Grading curves of the fresh concrete

4.1.1

The grading curve was calculated for sieves be-
tween 0.063 mm and £1.2 mm:

Laboratory concrete cast at LLTH

s=0.54-d** (4.1)

d denotes sieve diameter (mm)
s denotes material passing through

4.1.2

The grading curve was defined by slightly larger
average particle size and a lower slope [97}:

Field concrete cast at BTC

s=10.53-d"* (4.2)

4.2 Strength

4.2.1

Strength results at 28 days” age are shown in Fig.
4.1 and Appendix 3.1 [85].

Concrete delivered by Vattenfall

80

R 160

40

Strength (MPa)

wic {%)

Fig. 4.1 — Concrete strength at 28 days’ age deliv-
ered by Vattenfall. A = air content (%). S = SCC.

42,2 Concrete cast at LTH

Appendix 3.2 and Fig, 4.2 show on average 28-
day strengih. Fig. 4.3 shows on average strength
development after 90 days.

4.2.3 Field concrete cast by BTC

Fig. 4.4 and Fig. 4.5 show on average 28-day
strength results dependent on the position of the
wall cores {97]. Fig. 4.6 shows the standard devia-
tion of strength of concrete cast in the field. C =
crest; F = foot; N = near pump; R = remote. Fig.
4.7 shows the variance of the 28-day strength
[97].

35

28-day strength
{MPa)

wib (%)

Fig. 4.2 - On average strength of concrete cast at
LTH. A = air content (%),
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Fig. 43 - Strength on average at LTH. 1 = air
content (%), 35 = w/b; A = air content (%).
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Fig. 4.4 — Strength of concrete cast in the field. C
= crest; F = foot; N = near pump; R = remote.
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Fig. 4.5 — Strength of concrete cast in the field. C
= crest; F = foot; N = near pump; R = remote.
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Fig. 4.6 — Standard deviation of strength of con-
crete cast at BTC. C = crest; F = foot; N = near
pump; R = remote.
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Fig. 4.7 — Variance of strength of field concrete. C
= crest; F = foot; N = near puinp; R = remote.

4.3 Infernal freezing and thawing resistance

4.3.1

Figs 4.8-9 and Appendix 4.1 show that all con-
crete except for one concrete with w/b = 0.45 and
11% air content and one SCC with w/b = (1.48, did
not fulfil the ASTM 666 requirements as concerns
internal loss of FRF, i.e. elastic modulus to be
larger than 40% after 300 cycles. Eight of 12 con-
crete were totally destroyed even before 100 frost
cycles. Concrete with anti-wash out powder was
not durable to internal freezing and thawing even
through 8% air content was studied at w/b = (.45,
Concrete with anti-wash out powder was durable
to internal freezing and thawing when (1% air
content was studied at w/b = (.46, However, at
high air content the strength became too low. SCC
with w/h = 0.48 and 6% air content exhibited a
high grade of internal freezing and thawing resis-
tance. Only 4.5% loss of FRF and 0.9% loss of
weight after 300 frost cycles was observed. These
results confirm the previous studies that SCC
generally is more resistant to internal freezing and
thawing attack than normal concrete is {22,23].

Concrete delivered by Vattenfall
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4.3.2 Concrete cast at LTH

Figs 4.10-11 and Appendix 4.2 show the perform-
ance of internal frost resistance of concrete cast at
LTH. Concrete with w/b = (.35 and w/b = (.40
showed good internal frost resistance both related
to FRE (less than 15% losses after 300 cyeles) and
scaling (no loss of weight). Small losses of FRF
were observed of concrete cast at the remote end
of the L-box. At w/b = 0.45 too large scaling was
obtained at the remote end of casting in the L-box.

4.3.3 Concrete cast at BTC

Figs 4.12-13 and Appendix 4.3 show internal frost
resistance of concrete that were cast by BTC [97],
i.e. farge loss of FRF in concrete with w/b = (.35,

4.4 Salt freezing and thawing resistance

4.4.1 Concrete tested at LTH

Fig. 4.14 and Appendix 4.4 show large salt frost
scaling for all normal concrete delivered by Vat-
tenfall except for concrete with as much as 11%
air content (46U11: 0.5 kg/m*® after 56 cycles).
Concrete with anti-wash out powder was not du-
rable to salt freezing and thawing scaling even
through as much as 8§ % air content was studied at
w/b = 0.45. SCC, with w/b varying between 0.35
and 0.40 exhibited an excellent salt freezing and
thawing resistance at the near end of the L-box at
casting. At the remote end of the L-box air proba-
bly was washed out which reduced the freezing
and thawing resistance. Eight percent of air con-
tent was required in order to fulfil freezing and
thawing resistance at the remote end of the L-box
at casting submerged SCC except for w/c =0.45.
For w/c = (.45 not even 8% air confent was
enough to fulfll a salt freezing and thawing scal-
ing of less than 0.5 kg/m?, Fig. 4.14.

4.4.2 Comparison between LTH and Vattenfall

The tests performed by Vattenfall [85] only
showed a fifth of the salt frost scaling after 56
cycles compared with the test performed by LTH,
Fig. 4.15. The difference between the two meth-
ods was large - the L TH methods exhibited on
average 5 times as large salt frost scaling com-
pared with the Bords method (concrete 49U3T
was not taken into account since it was totally
broken before 56 cycles with the LTH method). In
practise this means that concrete that was sup-
posed to be salt frost resistance according to the
Borés method (45U8 and 46 Ul1) were not resis-
tant to freezing and thawing according the LTH
method provided that the maximum salt frost scal-
ing was set at 0.5 kg/m? for both the methods. The
reason for the difference was the rapid freezing at
LTH, according to ASTM 666-92, 12 °C/h [94].
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Fig. 4.8 - Internal freezing and thawing resistance, FRF, after 100 and 300 cycles of concrete delivered by
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Fig. 4.9 - Internal freezing and thawing resistance, loss of weight, after 100 and 300 cycles of concrete deliv-
ered by Vattenfall. S = SCC; U=submerged concrete; 2 = air content (%); 45 = w/b (%).
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Fig. 4.10 - Internal freezing and thawing resistance, FRF, after 100 and 300 cycles of concrete cast at LTH.
35 = w/b (%); N = near end of casting; R = remote; S = 7.5% silica fume; 4 = air content (%).
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Fig. 4.11 - Internal freezing and thawing resistance, loss of weight, after 100 and 300 cycles of concrete cast
at LTH. 35 = w/b (%); N = near end of casting; R = remote; S = 7.5% silica fume; 4 = air content (%).
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Fig. 4.15 — Salt frost scaling on the same concrete
by LTH and Vattenfall. 45 = w/b (%); U = anti-
washing-out powder; 3 = air content (%), T =
specimen cured dry; V = specimen cured wet,

4.5 Density

4.5.1 Concrete castat LTH

One indirect way of determine the effect of differ-
ence in air content may be to observe the density.
‘The diameter and the length of all specimens were
established before the freezing fests were carried
out. Fig. 4.16 shows that position of the specimen
stightly affected the density versus air content.

2450

2400

2350 -

2300

Density (kg/m?)

2250

2200

0.0 2.0 4.0 6.0 8.0
Air content (%)

435N & 35R A40N A40R M45N O45R

Fig. 4.16 - The position of the specimen did not
affect the density versus air content. 35 = w/b (%);
N = near the casting place; R = remote position.

However, for concrete with w/b = 0.45 the results
were inconsistent. This was observed for the
strength with w/b = 0.45, i.e. too large strength in
comparison to the air content (probabiy only 1%).

4.5.2 Concrete cast at BTC

Table 4.1 and Figs. 4.17-18 show large differ-
ences between the deansity of conerete with w/b =
0.40 and w/b = 0.45 at crest and foot of the casi-
ing probably due to segregation of aggregate [97].

Table 4.1 - Density at crest and foot dependent on
the position of the casting versus w/b (kg/m®). C =
crest; F = foot; N = near the; R = remaote,

w/b (%) 135 40 45 Average
NC 2401 2326 2264 2330
NF 2443 2367 2354 2388
RC 2414 2371 2256 | 2347
RF 2438 2402 2345 12395
Average | 2424 2366 2305 12365
2450
T 2400
g |
> 2350 ¢
;:T'; N
& 2300
Qo
2250

Water-binder ratio (%)

-~ s~ NC =~ W~ NF
~- & --RC —3—RF
Fig. 4.17 - Density at crest and foot dependent on

the position of the casting versus w/b, C = crest; F
= foot; N == near the; R = remote. 35 = w/b (%).

Density (kgfm?}

Fig. 4.18 - Density at crest and foot dependent on
the position of the casting versus w/b, C = crest; F
= foot; N = near the; R = remote. 35 = w/b (%).



5. ANALYSIS AND DISCUSSION

5.1 Grading curves of the fresh concrefe

5.1.1 Comparison with normal concrete, NC.

Analyses were performed on the differences of
particle grading in fresh concrete of the different
mixes. The following particle grading of fresh NC
was foreseen, Figure 5.1 [62]:

s=ad” {0.125<d < 0.7-dyax} (5.1)
$ denotes particle passing through

a 38%

b constant according to Table 5.1

d particle diameter (0.1 <d <10 mm)

K cube strength of concrete {(MPa)

Tabte 5.1 - Constant b in equation (5.1)

K 25 60 90 120 1150

b 032 024 1020 018 {0.16

NC follows more or less the grading foreseen in
Figure 5.1, i.e. much less fines than in SCC. For
NC and sieves varying between 0.063 mm and 16
mm a = 37% and b varying between b= 0.24 (cor-
responds to K60} and b = 0.35 (K30) were ob-
tained. For sieves varying between 0.063 mm and
16 mm and SCC without fibres a = 47% was ob-
tained with b varying between b = 0.24 (K60) and
b = (.27 (more inclined, correspond to K30).
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Figure 5.1 — Ideal particle grading of fresh NC.
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5.1.2 Comparison with other SCC

The following consideration should be taken
when constructing a grading curve for fresh SCC
as described by equation (5.1), Fig. 5.2 {99]:

o« a=47%
e b=027(K30)
o b=024 (K60)
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Figure 5.2 ~ Grading curves of fresh concrete. NC
= normal concrete; SCC = Self-Compacting Con-
crete; 25 = cube strength (MPa).

With field concrete the following constants in
equation (5.1) were obtained:

. a=53%
. b=10.26

With concrete cast at L'TH the following constants
in equation (5.1) were obtained:

* a=54%
. b=10.28

Little cement + filler in SCC gave a risk of segre-
gation. i.e. low a-value in equation (5.1); too flat
grading gave a risk of blocking for concrete with
4% fibres, i.e. too low b-value in equation (5.1). It
is clearly seen from Fig. 5.2 that more fine are
required in submerged cast SCC than in normal
cast SCC. In turn also more fines are required in
SCC than in NC in order fo avoid segregation,
also required by the Road Administration. When
SCC is cast submerged there is a great risk of
water ingress in the concrete during the casting.



5.2 Strength

5.2.1

It was clear that large content of air in the con-
crete in order to avoid frost damages on sub-
merged cast concrete affected the strength results
substantiatly, Fig. 4.1 and Appendix 3.1 [85].
Increase of air content as a method to avoid frost
damages was not a feasible, Fig. 5.3, as strength
became unacceptably low. Fig. 5.4 shows the
strength of concrete with w/c = 0.45-0.50. The
following relationship was obtained [85]:

Concrete delivered by Vattenfall

f, = (20-A)(wic) ' (5.2)

f. denotes compressive strength (MPa)

w/c  denotes water-cement ratio {0.45 < w/g <
0.80}
A denotes air content {1 <A <11%}
60 )
44
g \
= 40 *
g 20 3
B
0 b
040 050 060 070 080
wic

*A=15% DA=3.5% AA=6%
XA=B% HA=11%

Figure 5.3 — Strength results of submerged cast
concrete obtained by Vattenfall.
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Fig. 5.4 - Strength with w/c = 0.45 - 0.50.

5.2.2 Concrete cast at LTH
Appendix 3.2, Figs. 4.2 and 4.3 show some
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inconsistent in the strength development, espe-
cially at w/b = 0,45 as combined with 8% air con-
tent. The explanation for this development was
shown in Fig, 4.16, i.e. increasing density with
increasing air content in concrete with w/b = 0.45,
Probably some air was lost between mixing and
casting of the concrete. Fig. 5.5 shows the
strength of the SCC cast at LTH with different air
content and w/b varying between 0.35 and 0.45,

120.0 4
100.0

&
g 80.0 \
£ 60.0
5 [ |
=
@ 40.0
P 200
O JE R ——
0.35 0.40 0.45
wlb

¢ A=1% B A=4% A A=8%

Fig. 5.5 - Strength of SCC cast at LTH with dif-
ferent air content, A, at w/b = (.35 and = 0.40.

From Fig. 5.5 the following formula was obtained
for the compressive strength (MPa):
f, = 40-w/b-(A-12)-18-A+250 (5.3)
w/b  water-binder ratio {0.35 < w/b < 0.40}

A denotes air content {1 < A < 8%}

5.2.3 Field concrete cast at BTC

Figs. 4.4 and 4.5 show that on average 28-day
strength results was dependent on the position of
the wall cores [97]. In concrete with w/b = 0.40
and = 0,45 the strength at the foot was about 2
MPa higher than at the crest at the near end of the
pumping. With w/b = 0.40 and = 0.45 the strength
at the foot was about 4 MPa higher than at the
crest at the remote end of the pumping. At w/b =
0.35 the strength was independent of the position
of the casting. Both results indicate that segrega-
tion took place at wib = 0.40 and = 0.45 but not at
w/b = 0.35. The standard deviation of strength,
Fig. 4.6, the variance, Fig. 4.7, confirm the above-
mentioned results and also shows larger values at
the crest of the casting than at the foot except for
SCC with w/b = 0,35, The following relationship
was obtained for the 28-day strength with 4% air
content, fu Fig. 5.6 (MPa):

f0= 0.283 [-(w/b)? + 66.6:(w/b)— 760]  (5.4)
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Fig. 5.6 — 28-day strength with varying air content
and w/b with equations (5.2} — (5.4). F = field.

5.3 Freezing rate of concrete

Figs 5.7-10 show the freezing rate in the specimen
cast at BTC (Figs. 5.7-8 — internal frost resis-
tance) and at LTH (Fig. 5.9 — internal and salt
frost resistance). As seen in Fig. 5.7 the freezing
rate varied between 6 and 9 °C/h and between 7
and 9 °C/h in Fig. 5.8. Fig. 5.9 shows freezing
rates varying between 8 and i1 °C/h. The freezing
rate exceeding 3 °C, which is the fastest recorded,
but did not fulfil the ASTM 666-92, 14 °C/h [84].

20.0 g )
15.0
100
g,) ;
< 50
e 5
: y W T . - 3 T W S DO
§ 0.0 1 t
aa 24
& 50
£ i
QO 3
= 100 1
15.0 + =
200 4
250 &

Time (h)

Fig. 5.7 - Freezing rate varied between 6 and 9
°C/h {specimen cast at BTC - internal frost resis-
tance).
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Fig. 5.8 — Freezing rates varied between 7 and 9
°C/h (specimen cast at BTC — internal frost resis-
tance).
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Fig. 5.9 - Freezing rates varying between 8 and 11
°C/h (specimen cast at LTH — internal and salt
frost resistance).

5.4 Internal freezing and thawing resistance

5.4.1 Concrete delivered by Vattenfall

Figs 4.8-9 and Appendix 4.1 show that practical
concrete with w/b > 0.45 did not fulfil the ASTM
666 requirements as concerns internal loss of
FRF, i.e. elastic modulus to be larger than 40%
after 300 cycles. Eight of 12 concrete were totally
destroyed even before 100 frost cycles. Concrete
with anti-wash out powder was not durable to
internal freezing and thawing. SCC with w/b =
0.48 and 6% air content exhibited a high grade of
internal freezing and thawing resistance.



5.4.2 Concretfe castat LTH

Figs 4.10-11 and Appendix 4.2 show less infernal
frost resistance of concrete cast at the remote end
of the L-box than near the place of casting. Still,
all concrete with w/b = 0.35 shows good internal
frost resistance both related to FRF (fess than 13%
losses of FRF after 300 cycles) and scaling (less
than 1% loss of weight after 300 cycles). The
difference between the frost resistance at the near
and the remote end of casting in the L-box clearly
indicate that either some segregation took place
during the casting or that some air content was
washed out during the movement of the air in the
water, Indication of the mentioned behaviour may
be confirmed by observations of the density of the
drilled cores that were used in the tests.

5.4.3 Conerete castat BTC

Figs 4.12-13 and Appendix 4.3 show good per-
formance of internal frost resistance of concrete
with w/b = 0.40 and w/b = 0,45 that were cast at
BTC (less than 9% loss of FRF and almost no loss
of weight after 100 cycles) [97]. Still larger fosses
of internal frost resistance were observed at the
remote end of the pump — larger losses were ob-
served at the crest of the casting than at the foot.
This indication may be a confirmation of segrega-
tion of the concrete during the casting process or
air leaving the concrete, especially at w/b = 0.35.

5.5 Salt freezing and thawing resistance

Fig. 4.14 and Appendix 4.4 show too large salt
frost scaling for all practical concrete delivered by
Vattenfall. Concrete with anti-wash out powder
was not durable to salt freezing and thawing scal-
ing even through as much as § % air content was
studied at w/b = 0.45, SCC with w/b varying be-
tween 0.35 (1% air content) and 0.45 (8% air con-
tent), cast at LTH, exhibited an excellent salt
freezing and thawing resistance (less than 0.2
kg/m? of scaling) at the near end of the L-box at
casting. At the remote end of the L-box air proba-
bly was washed out during the casting which re-
duced the sait freezing and thawing resistance
substantially. At the remote end of the L-box 8%
of air content was required for SCC with w/b =
0.35 and w/b = 0.40 in order to fulfil the salt
freezing and thawing resistance at casting sub-
merged. For w/c = 0.45 a air content of 8% was
not sufficient to fulfil a salt freezing and thawing
scaling at the remote end of casting. However, salt
freezing and thawing resistance is normally not
required in dams, foundations and pillars in fresh
water. SCC may probably not be cast submerged
in sea water since chloride then will be cast in the
concrete causing reinforcement corrosion.

5.6 Density and strength

5.6.1 Concrete cast at LTH

Fig. 4.16 shows a clear effect of the air content on
the density of the concrete. However, only a small
effect of density on strength was observed, Fig.
5.10. The following formula was obtained for the
effect of density on strength, f; (MPa):

f,=0.179 10" p 7 (5.5)

D denotes the density of SCC (2200 < p <
2500 kg/m?)
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Fig. 5.10 - Strength versus density with varying

air content cast at L'TH. A = air content (%). C =
crest; F = foot; N = near; R = remote.

8.6.2 Concrete cast at BTC

Table 5.2 and Figs. 5.11 show segregation at the
crest near the pump almost independent of w/b,

Density difference
{kg/m?)

wib (%)

Fig. 5.11 - Difference in density dependent on the
position at casting. C = crest; F = foot; N = near
the; R = remote.



Table 5.2 - Density difference dependent on the
osition of the casting versus w/b (kg/m?).

wib (%) |35 40 45
NC 4] -40 -35
NF 0 49 23
RC 5 -49 -18
RE 36 40 30

Some coarse aggregate probably was washed
away from the crest near the pump towards the
remote foot of casting which seems logical. Still
the difference in density was small but did sub-
stantially affect the strength, Figs. 5.12-5.13.
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difference (MPa)

=40
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Fig. 5.12 - Strength difference to average (MPa).
C = crest; F = foot; N = near the; R = remote.
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Fig. 5.13 — Strength versus density at different
w/b,
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The following relationship was obtained between
strength and density:

f,=y=0370-10°p **° (5.6)

f, denotes compressive strength of SCC (MPa)
p denotes the density of SCC (2200 < p <
2500 kg/m*)

5.7 Internal frost resistance, air content and
density

5.7.1 Concrete cast at LTH

The concrete were designed to confain 1%, 4% or
8% air content. Fig. 5.14 shows the change of
FRF at the near and the remote end of L-box (4 =
4% air content, 35 = w/b (%)). Especially for con-
crete 4588 an increased loss of FFRF was ob-
served. The loss of FRF was @ times as high at the
remote end of the L-box as close to the pouring
place. As concerns concrete 4588 the density
shown in Fig. 4.16 and the strength given in Ap-
pendix 3.2 indicate that the air content performed
at the casting of concrete 4588 was much lower
than 8%, probably about 3% air content. Still the
difference in density between the near and the
remote end of casting was small, Fig. 4.16. If air
had left the concrete then the density would in-
crease with 10 kg/m® per percent of decrease of
air. If segregation took place during the casting in
the L-box, i.e. more fines were transported to the
end of the L-box then the density would decrease.
Probably both phenomena took place during cast-
ing in the L-box: some air content left the con-
crete, about 2%, which increased the density with
about 20 kg/m3. In parallel some segregation took
place in the concrete with w/b = 0.35 and with
w/b = 0.45, influencing a change of density of
about 30 kg/m?®. However, for concrete with w/b =
0.40 and 8% the separation was less, maybe af-
fecting density with 10 kg/m® only, Fig. 4.16. The
results for concrete 4558 thus resulted in too low
air content at the end of the L-box and thus too
large loss of internal frost resistance, about 80%
loss of FRF. Concrete 4558 was almost destroyed
far from the casting place. Fig. 5.14 shows the
change of FRI after 300 cycles in fresh water at
the remote end of casting in the L-box. Still, for
concrete with w/b = 0.45, the real air content
probably was only about 1%, i.e. too low for the
concrete 4588 to resist internal frost. At w/b =
0.35 and at w/b = 0.40 also some self-desiccation
took place which caused internal air voids to form
and thus internal frost resistance of the concrete
[21]. Fig. 5.15 shows the change of FRF after 300
cycles in fresh water at the near end of casting in
the L-box. Before segregation of aggregate, which



not took place close to the pouring place in the L-
box, and before loss of about 3% air, the air con-
tent of concrete 4588 was sufficiently large for
the concrete to withstand internal frost for 300
cycles in fresh water, even at w/b = 0.45. Proba-
bly about 3% air content was sufficient for the
concrete 4558 to resist internal frost for 300 cy-
cles, at near end of casting in the L-box.

Change of FRF (300
cycles,%)

Near
Remote
3551
3554
3558

Fig. 5.14 - Change of FRF at near and at the re-
mote end of L-box. 4 = 4% air content, 35 = w/b
(%).
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Fig. 5.15 — Change of FRF after 300 cycles in
fresh water at the remote end of casting in the L-
box.
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Fig. 5.16 — Change of FRF afler 300 cycles in
fresh water at the near end of casting in the L-box.

5,7.2 Concrete cast at BTC

All concrete was designed to contain 4% air con-
tent. Fig. 5.17 shows the difference in density at
the crest of casting. Fig. 5.18 shows the difference
in density at the foot of casting. As expected the
density diminished at the crest of casting, quit
substantially and in the contrary increased at the
bottom of the mould due to aggregate separation,
probably. The difference in density may also be
related to movement of air in the fresh mix, up-
wards, which then also would increase the density
at the bottom of the mould. Generally, the in-
crease of density at the bottom of the moulds was
40 kg/m?, which coincide well with 4% of air
content leaving the mix at the bottom of the
mould. At the foot of casting also an increase of
strength systematically took place, which either
was a result of the increasing content of aggre-
gates or the result of a decrease of the air content,
Fig. 5.12. Figs. 5.19-5.20 show that the main dif-
ferences of density in the concrete were observed
vertically, ie. either some aggregafe moving
downwards or air leaving the bottom of the mixed
fresh concrete. Fig. 5.21 shows that the largest
decrease of FRF took place at the crest of the cast-
ing, which shows that the difference of air content
was not the reason for density difference but the
segregation of aggregates. If the difference of the
density would be related to air leaving the mix at
the bottom the air content at the top of the casting
would be higher than foreseen and then the de-
crease of FRF lower than observed. The decrease
of FRF was also slightly related to w/b of the con-



crete, larger loss of FRF at low w/b = (.35 than at
wib = 0.45. Still the decrease of FRF was small,
20 % maximum, i.e. less than the acceptable loss
of FRF, which is 60% [94]. Fig. 522 shows the
decrease of FRF at the remote end of the casting.
At the remote end of casting the loss of FR¥ be-
came much larger than at the near end. At the near
end of casting at BTC the losses also were larger
than these observed in the L-box at the laboratoery
tests with concrete, since no vertical segration
took place in the L-box but certainly at BTC. This
tends to indicate that air also left the mix propor-
tions between casting at the near end and during
the transport, horizontally, in the mould alsc seen
in Fig. 5.18, which shows an increase of density at
the far end of casting compared with the near end.
Two phenomena thus acted in parallel, air leaving
the concrete and aggregate segregation. However,
aggregate and air separation was related to w/b =
0.45 at which concrete quality it was pronounced
— only minor at w/b = 0.35 and w/b = 0.40. Fig.
5.23 shows the change of FRF versus the change
of density at the near end of casting. An increase
in density resulted in larger decrease of FRF. For
the other position of casting no correlation was
found between change of density and decrease of
FRF, Fig. 5.25-5.26. Large decrease of FRF oc¢-
curred at no change of density at all, which in-
dicted that the density decreased just as much due
to aggregate separation as the density increased
due to air content losses.
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Fig. 5.17 — Difference in density at the crest of
casting.
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Fig. 5.21 - Decrease of FRF at the near end of the
casting.
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Fig. 5.22 - Decrease of FRF at the remote end of
the casting.
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Fig. 5.23 —~ Change of FRF versus change of den-
sity at the near end of casting.
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Fig. 5.24 — Change of FRF versus change of den-
sity at the remote end of casting.
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Fig. 5.26 — Change of FRF versus change of den-
sity at the foot of casting,

5.7.3 Salt frost scaling, air content and density

Fig. 5.27 shows salt frost scaling at differeat posi-
tions of casting. Together with Fig. 4.16 the result
of Fig. 5.27 indicate that aggregate assemble at
the near end of casting where no air loss occurred.
This combination gave an excellent salt frost re-
sistance, On the other hand more mortar was
transported fo the remote end of the L-box and
also air lost which all together caused about nine
times as large salt frost scaling, especially at low



w/b = (.35, At w/b 0.45 the air content in the cast
concrete was probably lower than 8% which after
air losses and combined with high w/b was the
reason for the extreme large salt frost scaling, 3.2
kg/m?, more than 6 times an acceptable level of
0.5 kg/m? Fig. 5.28 shows the salt frost scaling at
the near end of casting. Still, concrete with w/b =
0.35 did not show logical salt frost scaling at the
near end of the L-box af casting since the largest
amount was observed at air content, 4%, about 4
times as large as at air content [ and 8%. For con-
crete with w/b= 0.40 the result was more logical,
i.e. decreasing salt frost scaling with increasing air
content. At air content 4% the salt frost scaling
increased with larger w/b, which also was a logi-
cal results, no segregation occurring at the near
end of the L-box at casting. At the remote end of
the L-box at casting the same result as at the near
end of the L-box at casting was observed, i.e.
concrete with w/b = 0.35 did not show logical salt
frost scaling at the near end of the L-box at cast-
ing since the largest amount was observed at air
content, 4%, about 5 times as large as at air con-
tent | and 8§%. For concrete with w/b= (.40 the
result was more logical, i.e. decreasing salt frost
scaling with increasing air content. At air content
4% the salt frost scaling increased with larger wib,
which also was a logical results. Segregation
probably occurred at the remote end of the L-box
at casting, which in turn increased the amount of
salt frost scaling, the mortar content in the con-
crete being larger, It is the mortar of the concrete
that is sensitive to frost damages, not the aggre-
gate. The aggregate withstands frost well,

Salt frost scaling {56
cycles,kg/m?)

45A8
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Remote

Fig. 5.27 — Salt frost scaling at different positions
of casting.
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Fig. 5.28 — Salt frost scaling at the near end of the
L-box at casting.
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Fig. 5.29 — Salt frost scaling at the remote end of
the L-box at casting.



6. SUMMARY AND CONCLUSIONS

6.1 Tested concrete

Studies of the grading curves of the fresh concrete
clearly showed that more fines were required in
submerged cast SCC than in NC and normal SCC
in order to obtain stability of the concrete in the
fresh state. With a 1 mm sieve about 38% of the
material in the NC mix proportions passed, about
47% of the material of the mix proportions passed
1 mm sieve width with normal SCC and about
53% of the material in the mix proportions passed
1 mm sieve width with submerged cast SCC. It
became clear that a large content of air in the con-
crete in order to avoid frost damage to submerged
cast concrete affected the strength results substan-
tially. Increase of the air content (> 8%) as a
method 1o avoid frost damage in concrete with
w/b > 0.45 was not feasible as strength became
unacceptably low. For concrete cast in the labora-
tory and in the field with w/b varying between
w/b = 0.35 and w/b = .45 the strength varied
between 100 and 55 MPa at 4% air content, Same
effect of the position of the casting on strength
was observed in the field, i.¢. strength at the crest
of the casting became up to 4 MPa lower than
average strength and up to 4 MPa higher at the
foot of the casting than average strength, The dif-
ference in strength due to the position of casling
was probably dependent on segregation of aggre-
gate in the fresh mix proportions. Some loss of air
also affected strength, i.e. lower air content at the
far end of casting increased strength, which acted
contrary to an increase of the aggregate content,

6.2 Internal freezing and thawing resistance

Submerged cast SCC with w/b = 0.40 and > 4%
air content fulfilled the requirements (7.5% silica
fume) of internal freezing and thawing resistance.
The freezing rates of the specimens, which were
recommended to be 14 °C/h (ASTM 666-92),
varied between 6 and 9 °C/h {internal frost resis-
tance) and between 8 and 11 °C/h (salt frost resis-
tance). Still, the freezing rates by far exceeded the
maximum values obtained in reality, 3 °C/h. Prac-
tical concrete with w/b > 0.45 and anti-washout
powder did not fulfil the ASTM 666 requirements
for internal loss of FRF, i.e. elastic modulus fo be
larger than 40% after 300 cycles. Concrete cast in
the laboratory exhibited less internal frost resis-
tance at the remote end of the L-box than near the
place of casting, Fig. 6.1. The difference between
the frost resistance at the near and the remote end
of casting in the L-box clearly indicates that either
some segregation took place during the casting or
that some air content was washed out during the
movement of the concrete in the water. Concrete

with w/b = 0.45 was not acting acceptably at the
remote end at casting in the L-box (80% loss of
FRE). Still, ali concrete with w/b =0.35 and w/b =
0.40 showed good internal frost resistance related
to FRF (less than 13% losses of FRE after 300
cycles).
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Change of FRF (300
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3581

Fig. 6.1 — Alter of FRF of concrete cast in a L-box
in the laboratory. 8 = air content (%), 35 = w/b.

Concrete cast in the field with w/b = 0.35 showed
poor performance of internal frost resistance of
concrete at the remote position of casting (70%
loss of FRF at the c¢rest and 40% loss of weight at
the foot of casting after 300 cycles), Fig. 6.2. This
may be a confirmation of segregation of the ag-
gregate during the casting process of the concrete
or may indicate that air was [eaving the concrete.
Also at the near end a tendency of larger loss of
elastic modulus was observed in concrete with
w/b = 0.35 than in the other concrete. Concrele
with w/b = 0.40 and w/b = 0.45 acted well fo
frost.

FRF (300
cycles,remote,%)

wib (%)

Fig. 6.2 — Alteration of FRF of concrete cast in the
field. 35 = w/b. Crest and foot of mould indicated.



6.3 Salt freezing and thawing resisfance

Submerged cast SCC with w/b = (.40 (7.5% silica
fume) with > 4% air content fulfilled the require-
ments of less than 0.5 kg/m? of salt frost scaling.
Salt freezing and thawing resistance is normally
rot required for dams, foundations and pillars in
fresh water. SCC may probably not be cast sub-
merged in seawater since cast-in chloride may
cause reinforcement corrosion. Too large salt frost
scaling for all practical concrete with w/b > 0.45
and anti-washout powder was observed. Concrete
with w/b > 0.45 and anti-washout powder was not
durable to salt freezing and thawing scaling even
though as much as 8% air content was studied.
SCC with w/b = 0.35 and w/b = 0.45, submerged
cast in the laboratory, showed large salt frost scal-
ing at the remote end of the L-box, Fig. 6.3. Air
was probably washed out during the casting proc-
ess, which reduced the salt freezing and thawing
resistance substantially, or aggregate segregation
affected the salt frost scaling. Eight percent of air
content was required for SCC with w/b = 0.35 and
4% of air content for SCC with w/b = 0.40 in or-
der to fulfil the requirements. For w/c = 0.45 not
even an air content of 8% was sufficient to obtain
salt frost scaling less than 0.5 kg/m? in the Jabora-
fory.

Salt frost scaling (56
cycles,remote kg/m?)

wib (%)

Fig. 6.3 — Salt frost scaling of concrete cast in the
laboratory. A = air content (%).
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6.4 Density, segregation and strength

A clear effect of the air content on the density of
the concrete was observed. Segregation at the
crest near the pump, which was almost independ-
ent of w/b, was observed in the field concrete,
Some coarse aggregate probably segregated both
at the near and at the remote end of casting. On
the other hand results on frost resistance showed
that some of the air content was lost at the remote
end of casting, which caused a comparative in-
crease of the density, With larger loss of internal
frost resistance almost no change of density was
observed at the far end of casting since the segre-
gation of aggregate just compensated for the den-
sity change due to the loss of air. Still the differ-
ence in density was small and the effect on
strength minor, £4 MPa, Fig. 6.4.

Density (kg/m?)

Fig. 6.4 — Concrete density in the field. C = crest,
F = foot, N = near end of casting, R = remote end,
35=w/b,

6.5 Recommendations

Based on previous resuits, results from the labora-
tory experiments and from experiments in the
field, SCC with w/b = 0.40 {7.5% silica fume) and
air content > 4% may be used to fulfil both re-
quirements of internal frost resistance and salt
frost scaling.
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Appendix 2.1 ~ Mix composition of SCC,

Material/mix composition D F G ROII [T
Crushed aggregate Bélsta §-16 496 494 580 876 495
Natural sand Balsta 0-8 699 728 800 727 714
Natural sand SARQ 0-2 505 465 220 149 521
Fly ash 89 335

Glass filler 60

Cement Aalborg (CEMI) 375

Cement Degerhamn (CEMI) 440 420 438

Slag cement (CEMIIL 68% slag) 470
Silica fume Elkem (granulate) 35 18 21

Alr-entrainment (wet, g, 10% dry) 0.498 0.501 0.500 482 0.498
Superplasticiser (wet, 35% dry) 525 4.24 5.92 3.52
Water 191 172 162 171 183
w/b 0.38 0.38 0.37 0.39 0.39
Slump (flow) (mm) 690 725 720 150 737
Flow time until diameter 500 mim (s) 7 8 8 6.5
Density 2247 2300 2306 2368 2281
Aggregate content (>0.125, % vol.) 0.64 0.64 0.60 0.66 0.65
Air content (%) 6.4 6.2 6.3 6.1 5.7
28-day cube strength (100 mm, MPa) 61 70 &4 63 79

Noftations: D = flash mix composition; F = optimum fly ash mix composition; G = glass filler; RO Il =

normal concrete mix compasition, second; T = slag mix composition

Appendix 2.2 — Mix composition and frost resistance of NC and SCC.

Material, cement type, wic SCC3 SCCS NC
Coarse aggregate 6-14 mm 267 267

Sand 3-6 mm 543 344

Sand 0-4 mm 886 887

Limestone powder 10} 100

Cement CEMI 52.5 R 352 350 323
Plasticiser 3.2 5.0

Superplasticiser 2.3 0.9

Water 197 190

w/c 0.56 0.54

Water-powder ratio, w/p 0.44 0.42

Aggregate content (>0.125 mm, % vol.) 0.64 0.64

Slump flow (mm) 600 580

28-day strength (MPa) 56 58 72
Decrease of internal transversal resonance (%):

150 frost cycles 0 i3 100
300 frost cycles 7 18 -
Increase of length (%): 150 frost cycles 0.01 0.13 0.39
300 frost eycles 0.01 0.22 -
Salt frost scaling (kg/m?): 28 frost cycles 0.9 I.3 1.8
56 frost cycles 0.9 1.4 3.7
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Appendix 2.3 — Mix composition and

properties of NC and SCC,

Material/mix composition KN KOB [KN& KO KOT |SO RO ROII
Crushed aggregate Bélsta 8-16 363|371 |355 1367 363 402 |862 1876
Natural sand Bélsta 0-8 853  |B72 1836 1864 855 |786 [715 727
Natural sand SARO -2 316 135 309 320 316 422 146 149
Limestone filler Képing 500 183 375 180 {186 184 (94 0

Cement Degerhamn 418 1427 1409 {423 419 416 431 438
Microair (wet, g, 10% dry) 585 213 1203|106 117 125 474 482
Superplasticiser(wet, 35% dry) 297 |4.13 3.2 339 [3.69 (299 (732 [5.92
Water 163 167 160 165 163 162 168  |171
w/c 0.39 [0.39 1039 (039 [0.3%  |0.39 1039 (039
w/p 0.27 |0.21 i0.27 10.27 |0.27 (032 |0.3%  |0.39
Air content (%) 5.6 4.9 8 5.5 6.3 5.6 5.8 6.1
28-day cube strength (MPa) 63 84 50 75 73 61 68 63
Slump (flow) (mm) 720 {780 {735 620 1640|710 110 150
Flow time untif 500 mm {s) 5 7 8 i0 8 S - -
Density 2297 2348 |2250 |2323 |2300 12285 2325 2368

B = increased amount of filler; K = Limus 40 limestone filler; N = new way of mixing (filler last); O =
ordinary; R = NC; § = Limus 15 limestone filler; T = 5.5 m hydrostatic pouring pressure, II = second.

Appendix 2.4 — Chemical composition and physical pro

erties of cement (%),

Components CEM 142.5BV/SR/LA Degerhamn
Ca0 65

Si(), 21.6

AbOs 3.5

F€203 4.4

K,0 0.58

Na,O 0.05

MgO 0.78

S0, 2.07
Ignition losses 0.47

CO; 0.14
Clinker minerals: C;S |21

CsS 57

CiA 1.7

C4AF i3

Water demand 25%

Initial setting time 145 min.
Density 3214 kg/m’
Specific surface 305 1112/kg

Appendix 2.5 — Mix composition and properties of NC and SCC,

Mix Cement, ¢ | Type | Silica fume, s | w/b=w/(c-+s) | Sand filler | Air (%) | Strength
SCC27|500 SL |50 0.24 50 1.3 141
NC32 [389 N 0.32 106 12 55
SCC38 400 N 0.38 145 1.4 86
SCC50/340 N 0.50 165 3.5 61
SCC80 260 N 0.80 185 1.9 27

Notations: N = CEMI42,5R Slite Std; SL = CEMI42.5BV/SR/LA Degerhamn.

Appendix 2.6 — Mix composition and properties of NC and SCC.

Material/mix- water-binder ratio (%) | 1-40 | 1-50 | H40 | 2-40
CEMI42.5BV/SR/LA Degerhamn | 420 [370 {399 |420 (Slite Std)
Silica fume 21

Water 168 {185 |168 1168

Air content (% vol.) 6 6.4 |59 {62

Aggregate 16921684 | 1685[1675
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Appendix 2.7 — Number of specimen in study of silica fume concrete.

Parameter Il m 3m 5m 15m 90 m 155m
{. 144 144 72 144 144 72

fu 72 72 - 72 72 72
Hydration 144 144 |72 144 144 72
RH 72 72 - 72 13 72
Salt freezing and thawing resistance 72
Total 432 1432 180 432 378 360
m = month

Appendix 2.8 ~ Mix proportions and strength of specimen in study of silica fume concrete.

Material/w/c 0.22 0.25 0.24 0.33 0.36 0.47 0.48 0.58
Quartzite §-12 mm 1360|1310 11310 (1210 1160 11150 {1150 11150
Gravel 0-8 mm 525 630 549 723 730 846 825 812
Cement, low-alkaline 484 456 476 400 389 303 298 299
Silica fume 48 - 48 - 39 - 30 -
Superplasticizer 13.3 8.84 7.78 3.35 3.07 3.01 2.13 -
Density 2530 12510 (2500 12470 |2460 (2440 12450 |2420
Aggregate content 0.71 0.74 0.75 0.75 0.73 0.71 0.73 0.70
Air content (%) (.95 1.5 0.8 1.4 1.1 1.1 0.95 0.75
Workability (vebe) 29 34 13 25 12 9 12 15
Strength - I month (MPa) 114 93 112 77 93 58 65 38

- 3 months 128 104 128 91 100 70 76 45

- 15 months 142 121 139 105 104 78 81 51

- 90 months 139 121 131 106 106 74 79 49

- 155 months 141 129 142 114 117 80 94 56
Appendix 2.9 - Mix_propeortions (kg/m?®)} and fresh properties of concrete for shrinkage and creep tests.
Material NC {SCC35 | SCC358F |SCC35@55 |SCC40
Pea gravel 4-8 mm 904 475 498 475 467
Crushed stone 0-4 mm 904 | 627 604 627 615
Crushed stone 2-4 mm 0 206 221 206 203
Quartzite sand 0.1-] mm 0 303 332 303 299
Limestone powder 40 um 0 140 0 140 143
CEMIV/A-DD-52.5 452 1466 498 466 447
Water 149 | 168 169 168 179

w/b 0.33 10.36 0.34 0.36 0.40
Polycarboxylic ether 9.08 11.94 5.08 11.02
Viscosity agent 2.50
Melamine formaldehyde 6.33

Density 2414 12394 12393 2394 2368
Aggregate content including limestone powder 0.75 10.73 0.72 0.73 0.73
Slump flow until 500 mm diameter, Tso(5) - 7 10 7 G

Slump flow (mm) (400) [ 740 650 740 570
V-funnel (s) - 12 20 12 18
Separation ratio of aggregate - 0.96 1.01 0.96 0.97
L-box ratio - l 0.75 1 0.8
28-day 100-mm cube strength (MPa) 9] 111 96 111 85

NC = normal concrete; SCC = self-compacting concrete; SF = silica fume; 35 = w/b; @ = diameter of
cylinder.
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Appendix 2.10 — Development over time of elastic modujus and creep cocfficient of concrete 35SF.

Time Compliance

(days) (millionths/MPa) | E-modulus Loading Unloading

0.002 25.9 38.7 0.00 0.00

0.005 26.09 38.4 0.01 0.01

60 44.19 22.7 0.71 0.80

125 48.99 204 0.89 1.01

315 51.890 19.3 1.00 1.14

550 54.09 18.5 1.09 1.24

550 31.39 44.0 1.21 1.38

556 26.3 36.0 1.02 1.16

Appendix 2.11 - Constants in equation (2.2)

Type of cement and concrete strength s

Slowly hardening, concrete sirength < 60 MPa 0.38
Normal or rapid hardening cement, concrete strength < 60 MPa 0.25

Rapid hardening high-strength cement, concrete strength < 60 MPa (.20

All types of cements, concrete strength > 60 MPa 0.20

Appendix 2,12 - Constants in equations (2.10) and {(2.11)
Type of cement s Oldsi [$AEY)

Slowly hardening 800 3 0.13
Normal] or rapid hardening cement 700 4 0.12
Rapid hardening high-strength cement 600 6 0.12
Appendix 2.13 - Mix propertions and properties of concrete (kg/m?®).
Material 32G 32H 32N 406G 40H 40N 45G 45H 45N
Cement, ¢ 448 448 448 400 399 401 360 358 356
Water 143 148 143 160 159 160 166 161 162
Sand 555 551 555 704 701 705 749 746 742
Gravel 1202 1193 1202 1040 1035 1040 1036 1035 1028
AEA (%o/c) 3.22 4.56 1.19 1.15 1.08 0.31 1.29 5.57 0.19
Superplast. (%/c) 2.95 2.95 1.03 1.15 1.38 0.6 0.92 2.08 0.45
VMA (%/c) 0.06 0.08 0.08 0.15 0.1 0.26
DAA (%o/c) 0.075 0.123 0.31
Air content (fresh) 0,063 [0.057 (0.057 10.07 0.073  [0.07 0.06 0.065 [0.068
Density 2364 2352 2354 2310 2300 2308 2320 |2310  [2290
Slump (mm) 180 190 160 200 230 190 180 190 170
Strength (34 d,MPa) 54.1 52.3 57.4 49.8 50.2 50.9 46.3 40.8 44.1
Air content (hard.,%) |0.05 0.04 0.046 |0.042 [0.059 [0.058 |0.042 |0.086 10.04
Spacing factor, L (mm) [ 0.178 | 0.25 0.241 0234 |0.168 |0.256 10377 [0.152 10.336
Elongation, 300 ¢c. (%) |0.765 10.491  10.666 |0.86] |0.973 |0.404
Salt-frost 50 ¢. (kg/m?) [2.17 2.39 1.45 1.93 1.63 0.81 4.9 2.95 4.82

Notations: d = days’ age, AEA = air-entraining admixture, DAA = de-airing- admixture, G = vela gum, H =
hydroxypropy] methylcellose, HPMC, N = normal concrete, VMA = Viscosity-Modifying Admixtures, 32 =

w/c.
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APPENDIX 3
Appendix 3.1 — Mix composition and properties of NC cast by Vattenfall,

Appendix 3.2 - Mix composition and properties of SCC cast at LTH,
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Appendix 3.2 ~ Mix composition and properties of SCC cast at LTH.,

w/b — air 3581 3584 3588 4054 4058 45858

cortent (%)

Date 2002.04.17 2002.06.05 2002.05.22 2002.08.30 2003.02.27 2003.03.11

Lenzhard 4-8

mm 480 464 452 457 444 446

Lenzhard 0-4

mm 633 612 596 602 585 583

Crushed

stone 2-4 mm | 208 201 196 198 192 193

Quarizile

sand 0.1-1

mm 306 295 288 201 283 284

Limestone

powder

Képing 500 {141 136 133 177 172 214

Blended

cement

Fortico SR 470 454 442 405 393 354

Microair 0.0600 0.045 0.124 (.150 0.252 0.244

Water 169 164 159 162 157 159

Glenium 51

(wet) 9.17 8.86 8.63 R.72 8.48 8.52

Glenium 5]

(Yo/powdery | 2.0 2.0 2,0 2.2 2.2 2.4

Density 2419 2335 2275 2301 2236 2248

Air content

(%) 1.1 3.9 7.0 5.0 7.9 7.4

Shamp flow

@ (mm) 750 735 735 740 750 750

L-box 0.72 0.53 0.88 0.93 0.94 0.68

Strength

{MPa)

2 days 57.0 69.0 62.0 47.5 43.5 38.0
60.5 67.5 61.0 43.5 47.0 36.5

2 days, [ 58.8 68.3 61.5 45.5 45.3 37.3

average

28 days 117.5 95.0 97.0 70.5 81.5 85.5
118.5 104.0 101.5 77.0 86.5 82.0

28 days, | 118.0 99.5 99.3 73.8 84.0 83.8

average

90 days 126.0 116.0 101.0 9t.5 85.50 90.50
105.0 114.5 85.0 89.0 95.00 90.50

90 days,1115.5 115.3 93.0 50.3 90.25 90.50

average
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APPENDIX 4

Appendix 4.1 — Internal freezing and thawing resistance for concrete delivered by Vattenfall

Appendix 4.2 — Internal freezing and thawing resistance for concrete cast at LTH

Appendix 4.3 — Internal freezing and thawing resistance for concrete cast BTC,

Appendix 4.4 - Salt freezing and thawing scaling for concrete from Vattenfall or cast at LTH
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1 BAKGRUND

Sjalvkompakterande betong ir betong som inte behdver ndgon kompakteringsenergi for att
fylla ut form och omsluta armering. Den har p bred front kommit in i olika tillimpningar 1
Sverige, allt frén bostadsbyggande till anliggningsbyggande.

Vid undervattensgjutningar anvinds idag si kallade antiutvaskningsmedel (AUV) som
forhindrar att betongen vaskas ur vid gjutning under vatten. Férdelen med dessa typer av
medel ar att betongen far en mycket god sammanhallande kraft. Nackdelen dr dock att
betongens frostbestandighet forsdmras. AUV-medel gér att lufthalten inte halls pé en stabil
niva, vilket kan leda till stora frostskador. P& en betongdamm kan dessa framforallt
uppkomma pé uppstromssidan.

Vid reparation av betongkonstruktioner under vatten som t ex betongdammar kan
sjdlvkompakterande betong komma till anvéndning. Med hdg finmaterialhalt t ex kalkfiller
och silika och med dagens moderna tillsatsmedel, pdminner egenskaperna om betong med
antiutvaskningsmedel, framfor allt nér det giller flytférméga och sammanhallning, plus att en
battre frostbestandighet fis. En annan fordel med sjélvkompakterande betong dr att istéllet for
anvindning av en betong med AUV for undervatiensgjutning kan en konstruktion gjutas 1 ett
stycke med samma betong ovan och under vatten. Detta kan innebéra en bittre reparation men
ocksé ett mer rationellt byggande.

Fsljande problemomraden kvarstar att utreda:

den undervatiensgjutna sjilvkompakterande betongens tidiga egenskaper
gjutbarhet hos sjilvkompakterande betong under vatten

inre frostbestandighet hos undervattengjuten sjalvkompakterande betong
variationer i lufthalt i undervattengjuten betong inom samma gjutning beroende av
tillsatser av utvaskningsmedel

b

Tidiga egenskaper och variationer i lufthalt hos sjilvkompakterande betong har delvis utretts
av docent Bertil Persson, LTH Byggnadsmaterial, Lund [4,5]. Foreliggande projektet inriktas
helt pa bestindighetsrelaterade aspekler hos undervattengjuten betong baserad pa
anliggningscement avsedd for reparation av dammar,

2 SYFTE OCH MALSATTNING

Denna undersékning syftar till att verifiera laboratorieresultaten genom filtstudier. Sarskild
vikt dgnas 4t inverkan av produktionstekniska faktorer som gjuthastighet och gjutsétt samt
blandnings- och gjutteknikens inverkan p& homogenitet och utvaskningsrisk. Mélet for
filtforsoken ir att undersoka tryckhalifasthet, frostbestindighet och egenskaper i farskt
tillstand hos sjalvkompakterande betong gjuten i fiilt och jamféra det med resultat {ran
labundersdkningen i rapporten TVBM-3113, “Self-compacting concrete for submerged repair
of water power plant dams” av Bertil Persson vid Lunds Tekniska Hogskola.



3 METODBESKRIVNING
3.1 Produktionsteknik

I faltstudien eftertiknades de férhdllanden som rider vid en betongdamm vad betriffar den
gamla ytans beskaffenhet och struktur men ocksd de omkringliggande férhillandena. For
detta dndamél byggdes en 6 meter lang vattentit form kring ett plattbirlags grova sida. Ett
plattbirlag 4r ett firdigt betongelement med en {jocklek pa ca 40mm med en slit yta pa ena
stdan och grov sida med en armeringsstege pé andra.

Plattbérlaget efterliknade en damms betongyta, som behovde repareras. Betongreparationen
hade en tjocklek pd ca 200mm och en hojd pé ca 1200mm. Totala lingden for hela
vaggsektionen var 6m. Denna indelades 1 3 lika delar, dvs 2m/viggsektion, se figurer 3-1 och
3-2.

Figur 3-1 plattbiviag



Figur 3-2 Firdighyggd viggform

Innan sjilva gjutningen gjordes ett vattentest, for att forsikras om formens tithet,

Viggen var indelad i 3 lika delar, for att méjliggéra gjutning med betonger med olika vbt:
0,45, 0,40 och 0,35, Gjutningen skedde frin 1 nedstickningshall direkt under vatten, se figur
3.3

T B o T o e T e S R R A e e e e T R

Betongelement

t1,2m

V8T 0,45 VBT 0,40 VBT 0,35

L m L 2m L 2m L
9 1 1 1

Figur 3-3 Principskiss av viggform. Det svaria riret representerar nedstickningspunkt

I vanliga fall anviinds en speciell undervattensventil f6r gjutningar under vatten. Ventilen gor
det majligt att pumpa ut betongen i den vattenfyllda formen direkt 1 vatinet med mindre risk
for utvaskning in om den pumpats rakt ned 1 vattnet. I detta fall var det dock inte mdjligt att
anvinda en undervattensventil da viggtiockleken var for liten. Istdllet anvindes en
skumgummiboll som stoppades in i betongpumpens stang och forhindrade att betongen att
vaskats ur.



Betongen till den forsta viggen, vigg A (vbt 0,45) tillverkades 1 en 3m’-frifallsblandare vid
Skanska Asfalt och Betong i Farsta och levererades med en rotpump med en mastléingd pd 21
meter. De andra tva viiggarnas betong, viigg B och C (vbt 0,40 och 0,35), tillverkades i en 3m’
-tvlaxlad tvingsblandare vid Skanska Asfalt och Betong i Solna och den betongen kom i form
via en betongpump med 32 meter 1 mastlingd. Anledningen till de olika tillverkningsplatserna
och leveranssiitten var av praktiska skil som t ex tillgénglighet av fabrik och pumpar osv, men
ocksé att SK-betonger med vbt mindre eller lika 0,40 dr ansgs littare att fi bra med en
tvangsblandare.

Vid gjutning av véiggarna borjade man med slangen si ldngt ner som majligt for att sedan
successivt foras uppét allteftersom formen fylls pd. Det gillde dock att anpassa hastigheten
vid pumpning och att hela tiden ha slangen i betongen.

Figur 3-4 Gjutning av betong under vaiten

Vid gjutning av viagg A (vbt 0,45), pumpades betongen till en bérjan med en for hog fart
vilket ledde till utvaskning, se figur 3-5. Vigg B och C klarade sig diremot bittre dir
utvaskningszonen var max nagon centimeter ver markytan.
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Figur 3-6 Viigg C efter avformning

D4 vigg B och C gots under en kallare manad ticktes de in med plast och virmdes med
infravirme for att férhindra frysning.

3.2 Betongteknik

Vid sammansitining av de tre olika betongrecepten var malet att fa tillricklig
sammanhallning och seghet f6r att kunna molst utvaskning i vatten. For att uppnd detta



anvéindes en stor méngd finmaterial i form av kalkfiller, silika men &ven finmaterialandelen
{0-2mm) 1 ballasten tkades. Recept enligt tabell 3.1 nedan:

Tabell 3-1 Recept for betong med vbt 0,45, 0,40 och 0,35

vbt 0,45 vht 0,40 vbt 0,35

Anlaggningscement (kg!ma) 375 400 430
Kalkfiller (kg/m’} 200 170 160
Silika (kg/m®) 26 26 26
Vatten (kg/im®) 181 170 180
0-2 mm (% av tot. ballastmangd) 16 16 15
0-8 mm (% av fol. ballastméangd) 51 49 48
8-16 mm (% av tot. hallastm&ngd) 33 35 37
Luftporbitdare (% av C) 0,02 0,05 0,045
Flytiillsatsmedel (% av C) 0,8 1,10 1,30

Fér betonger med vbt 0,40 och 0,35 anvindes andra luftporbildare och flyttillsatsmedel dn
vad som anvindes {6r betong med vbt 0,45. Anledningen till detta var av praktiska skl som t
ex tillginglighet och vana p4 fabrik. Malet var att tillverka en betong med 4% lufthalt.

4 PROVNING
4.1 Farsk betong

I samband med varje gjutning av varje vigg testades den firska betongens egenskaper med
avseende pa:

- Flytséttmatt

- L-lada

- lufthalt

Betongens bedémdes ocksa okulirt for att se om den var tillrdckligt stabil och for att kunna
anvindas for undervattensgjutning. Se resultat i kapitel 5

4.2 Hardnad betong

Den hirdnade betongens egenskaper har testats med avseende pé foljande egenskaper:
- Tryckhallfasthet enligt SS 137230
- saltfrostbestidndighet enligt SS 137244
- inre frostbestindighet enligt LTH-metod ASTM6666-92 {(mod. amerikansk metod)
- luftporstruktur enligt T1-B4(83} (dansk metod, modifierad)
- vidhiftning enligt SS137231

For att kunna testa dessa egenskaper borrades totalt 108 cylindrar ut ur den gjutna viggen
(eller 36 stycken ur varje viggsektion). Av dessa var 72 stycken med en diameter pa 100 mm
och testades for tryckhallfasthet och frostbestindighet pd Skanska Asfalt och Betongs



ackrediterade betonglaboratorium i Farsta. De dvriga var av diametern 50 mm och testades {6r
inre frostbestindighet vid Byggmaterialavdelningen vid Lunds Tekniska Hogskola.

00 0O 000 900 000 e®e® ® Frost

[GlCNe)] RO OO Q06 [GRGRE] .

c 00 coco|loCoO ocoo0joo0d 6 00| @ Tryckhillfasthet
Vagg A: vbt 0,45 Vigg B vbl 0,40 Vagg C: vbt 8,35 @ Inre frostbestandighet
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Figur 4-1 Utprovning av borrkérnor

Numrering/mirkning av borrkérnorna har varit f6ljande:
- Vigg A, B och C betecknar vilket vbt viiggen har: 0,45 0,40 resp 0,35
- Gruppl-4 betecknar de utborrade cylindrarnas (3 stycken i grupp) position pd vaggen.
Grupp! och 2 ligger langst bort frén betongpumpens/slangens nedstickningspunkt.
- Bokstivemna F, T och i stir for Tryckhéallfasthet, Frost respektive inre
frostbestindighet
- Nummer 1-3 dr ett serienummer inom respekiive grupp av cylindrar.

l

Grupp nr 1 Grupp nr 3
T4-Ta, Fe-F3, iq-is Ty=Ta, F1-F3, ir-i3

Vigg A, vbt= 0,45
Vigg B, vit= 0,40
Vagg C, vbt=0,35

Grupp nr 2 Grupp nr 4
T1'T31 F1"F3J i1"i3 T1"T3, F1-F3’ i1.i3

Figur 4-2 Markering av provkroppar pd respektive vigg. Pilen markerar nedstickningspunkt

A1F1 star t ex for Vigg A, Grupp 1, Provning for frost och nummer 1 1 gruppen.
Antalet tryckprover reducerades frin 36 till 24 stycken d4 detta ansdgs tillrackligt.
Under projektets ging lyfies frigestillningen om vidhifining mellan den "gamla” och nya

betongen. 9 stycken betongkérnor, 3 stycken ur varje viigg, skickades darfor till Vattenfall
Utveckling 1 Alvkarleby for provning enligt S§ 13 72 31,



Ett antal prover skickades dessutom till CBI {r en [uftporanalys enligt T1-B4(83) (mod.) av
de frystestade borrkdrnorna.

5 RESULTAT
5.1 Farsk betong

I samband med gjutning testades betongens firska egenskaper, se tabell 5-1.

Tabell 5-1 Beddmning av flirsk betong

Betongiyp (vbt} Flytsdttmatt (mm) Lufthalt {%) Lufthalt, fabrik {%) L-ada Okuldr bedémning
0,35 (vagg C) 640 35 7.5 0,95 Belongen seg cch
stabil
0,40 (vagg B) 640 4.8 6,3 0,85 Betongen seg och
stabil
0,45 {vagg A) 630 58 - £,95 Betongen stabil, men

nagot vattnig

5.2 Tryckhallfasthet och densitet

Medeltryckhalifastheten for viigg A (vbt 0,45) varierade mellan 56,5 och 63,4 MPa, beroende
var pd vidggen kdrnan borrats ur. For vigg B (vbt 0,40) varierade resultatet mellan 82,5 och 90
MPa, och vigg C (vbt 0,35) 96-99 MPa. Se dven diagram nedan (figur 5.1). Figur 5-1 visar
dven densitet och dess variation 1 férhéliande till hallfastheten. Mer detaljerade resultat kan
ses i bilaga A.
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Figur 5-1 Medeltryckhillfasthet och densitet for kiirnor uthorrade ur viigg A, B och C
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5.3 Saltfrostbestandighet

Saltfrostbestandigheten analyserades vid BTCs betonglaboratorium 1 Farsta.

Saltfrostavskalningen var for vigg A 0,06 kg/m” efter 112 cykler vilket innebéir mycket god
[frostbestindighet. Saltfrostavskalningen var {or vigg B 0,36 kg/m® och for vigg C 0,41 kg/m
efter 112 cykler, vilket i bada fallen innebir god frostbestandighet, se figur 5.2 nedan.

Virdena avser medelvirden {or 12 betongkérmor.

045

0,40 -

0,36
0,30
0,25
0,20
0,15
0,10
0,05
0,00

Avflagnat material (kg/im ?)

Saltfrostavskaining

—— Medelvirde vagg A (vbt 0,45)
—%-— M edelvarde vagg B (vbl 0,40)
~gae-- W edeivarde vagg C (vbt 0,35)

Antal cykler

Figur 5-2 Saltfrostavskalning for vigg A, B respektive C

Resultat for varje viigg kan ses 1 figurer 5.3-5.5. Se dven mer detaljerade resultat i

bilaga B.
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Figur §-3 Utvecklingen av saltfrostavskalning for kéirnor utborrade ur vigg A (vbt 0,43)
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Saltfrostavskalning vigg B
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0,45 - i B3
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Figur 5-4 Utvecklingen av salifrostavskalning for kiirnor utborrade ur vigg B (vbr 0,40)
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Figur 5-5 Urvecklingen av salifrostavskalning fir kiirnor utborrade ur vigg C (vbt 0,35)

5.4 Inre frostbestandighet

Inre frostbestindighet analyserades vid avdelningen for byggmaterial vid LTH. Storst
forandring av egenfrekvens, dvs stérst inre nedbrytning, hade framforallt vigg C. Vid C1 var
det en minskning i cgenfrekvensen med 69,9% efter 300 cykler, vilket inte &r godként enligt
testmetoden. Andra punkter var C2 och C3 som hade en minskning med 38% respektive
17,8%, vilket i bada fallen 4r godkint. Se figur 5.6 nedan och dven LTH-rapport TVBM-
3113,

12



4084NC
40SANF
40S4RC
40S4RF
45S4NC
45SANF
45S4RC
E A5SARF

*T'“ﬂ_?mn—-‘__:fx__lw T T

-60

-80

- 100 cycies 83300 cycles

Change of fundamental frequency (%)

-100

5.5 Luftporstruktur

Luftporanalysen utfordes vid CBI genom bildbehandling enligt en dansk metod av en
planslipad yta vars porer fyllts med kontrasterande medel. I analysen medrdknas inte porer
med diameter dver 4 mm och cementpastamédngden antas till 35%. I analysen har samiliga
kdrnor 1 vigg A ingétt och samtliga 1 vigg B 4 ingdtt. F6r vigg C har endast 2 kidmor ingétf.
Resultat for lufthalt och avstindsfaktor som presenteras i figur 5-7 nedan méste ldsas
tillsammans med volymindelningsdiagrammen som finns 1 bilaga D.

R B Ll {%
Lufthalt och avstandsfaktor & Avslandsfakior ()

0,350
. 10,300
- - 0,250 ‘g
\..g
= L0200 ¥
o [
o 7]
£ g+ 0,150 T
3 B
¥ | 0.100 B
% | 0,050
51 T B2 S+ 0,000
a Lt (%9 1.3 386 8.9 8,9 6,9 56 &0 6% 52 53
® Avslandsfaklor (-} | 0,182{0,20610,230]0,269 0,79 [0240102%7 ] 0,168 0,286 0,241

Miérkning

Figur 5-7 Lufthalt och avstandsfakior for frystestade kiirnor ur viigg 4, B och C. Fir vigg A och B ir
ovanstaende virden medelviirden av 3 kiirnor. Far vigg C dr det enstaka kirnor.
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5.6 Vidhaftning

Vidhifiningshéallfasthet har provats enligt SS 13 72 31 vid Vattenfall Utveckling AB.
Faljande resultat erhélls:

Tabell 5-2 Resultat av vidhifiningsprov

Kiirna MPa Vidhiftningshallfasthet i brottyta
AlT, 0,85 100% i vidhéftningszonen
AT, 2,20 100% i vidhiftningszonen
A3T, 2,55 100% 1 vidhiftningszonen
BIT, 1,00 100% i vidhéftningszonen
BT, 0,95 100% i vidhiftningszonen
BT, 0,75 100% 1 vidhifiningszonen
CIT, 0,95 100% i vidhiftningszonen
C2T, 2,65 100% 1 betongen
C3T, 2,25 100% i vidhiiftningszonen
Medelvirde 1,55

Enligt SS 137243 gors en uppdelning i 2 olika typer av brott. T det ena fallet sker brottet i
vidhiftningszonen, vilket 4r den egentliga vidhiftningshéllfastheten. Villkoret &r dock att
>80% av brottet skall g genom vidhiftningszonen. I det andra fallet sker inte brottet helt i
vidhiftningszonen vilket innebdr att vidhiftningshallfastheten dr hégre én
brotthallfasthetsvirdet som erhélls,

Se dven bilaga E.

6 DISKUSSION OCH BEDOMNING

Resultaten av de olika provningarna utvirderas i nedanstéende avsnitt. Det skall dock papekas
att de gjutningar som gjorts har av ekonomiska skil varit av karaktdren mycket begrénsade.
Dock fir de anses som representativa for detta projekis indamal. I verkliga fall gors ett antal
provblandningar och provgjutningar i full skala for att trimma in betongsammansittning och
produktion av betong samt gjutmetod. Detta for att sdkerstilla kvaliteten pé slutresultatet.

6.1 Tryckhallfasthet och densitet

Medeltryckhallfastheten for vigg A 4r 60,5 MPa med en standardavvikelse pa 3,2, och det &r
framfor alit Al-grappen (hoigst upp pd viiggen, lingst bort fran pumpstillet) som drar ned
hallfastheten. Orsaken till detta kan vara att betongen innehéller mindre ballastmaterial én
normalt, se figur 6-1. Detta beror i sin tur p4 att betongen inte haft tillricklig sammanhéllning
hela vigen upp och i sidled. Detta kan ocksa ses i figur 5-1, dér densiteten dr ldgre an de
ovriga kirnorna i viiggen. Den firska betongen i viigg A upplevdes dessutom vid gjuttillfallet
som lite vatinig.
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Figur 6-1 Jimforelse mellan Al-Jdrnor (¢ h) och A2-kitrnor (t v i figuren)

Vigg B hade en medeliryckhallfasthet pd 86,4 MPa och en standardavvikelse pa 3,2. Dir var
det grupp 3 som hade den ligsta hallfastheten. Aven hir observerades en liten
densitetsminskning, trots att det var niirmast pump (dvs ingen sidledsforflyttning).

Vigg C hade en medeltryckhéllfasthet p& 98,1 MPa och en standardavvikelse pa 1,6, vilket
far beddmas som vildigt bra. I detta fall hade densiteten en liten betydelse for
tryckhéllfastheten.

I aila tre fall har héga hallfastheter erhdtlits. En forklaring kan vara den hdga finmaterialhalten
(jamfort med ordinira betonger) 1 betongen, vilket innebér en hog tithet. Dessutom innehéller
samtliga betonger silika som ocksé bidrar till hilifastheten.

6.2 Frostbestandighet

Betongen till vigg A, med vbt 0,45, hade en mycket god saltfrostbestindighet och en god inre
frostbestiandighet, Detta kan forklaras med att betongen hade en lufthalt pd 5,6% 1 firskt
tillstind och 8,9-11,3% samt en gynnsam lufiporstruktur[3] i hirdnat tillstind. Betongen far
dirfor bedomas som lamplig ur frostbestdndighetssynpunkt.

Betongen till viigg B, med vbt 0,40, hade en god saltfrostbestindighet och en god inre
frostbestéindighet. T farskt tillstdnd hade betongen en lufthalt pd 4,8% och 5,6-6,9% 1 hirdnat
tillstdnd. Luftporstrukturen &r mer eller mindre gynnsamt [3] 1 olika delar av véiggen. I ovre
delen dr luftporstrukturen god medan tveksam i nedre delen av vdggen. Detta innebdr att
betongen dr limplig ur frostbestdndighetssynpunkt i dvre delen (vilket kan téinkas vara
skvalpzon) medan tveksam lingre ner. Betongen maste darfor optimeras yiterligare, men dven
for att i ocksd i de goda delamna av viggen tenderar saltfrostavskalningen att 6ka med tiden.

Betongen till vigg C, med vbt 0,35, hade god saltfrostbestindighet med en tendens av dkad
avskalning med tiden och god inre frostbestéindighet nirmast pump. Vidare godkdnd men
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tveksam inre frostbestindighet langst bort fran pump nederst pa viiggen och sluthigen icke
acceptabel inre frostbestindighet Yangst bort frdn pump Gverst pa viggen. I farskt tillstadnd
hade betongen en lufthalt pd 3,5% vilket dr for lite med avseende pa mélet som var 4%. I
hérdnat tillstand var lufthalten 5,2-5,3% och luftporstrukturen bedéms som tveksam{3]. Detta
innebir att betongen far anses som icke godkind ur frostbestindighetssynpunkt och maste
darfor optimeras ytterligare for att kunna anvéndas 1 dessa sammanhang.

Betongerna till viagg B och C hade alltsa en lufthalt eller luftporstruktur som var tveksam for
att klara stillda krav. Tétare betong kriver troligen mer av luftporbildaren 1 betongen. I bdda
fallen bér man kanske dverviga att anvinda nagot mer luft for att uppna mycket god
frostbestandighet, trots att lufthalten var hég vid fabrik (6,3-7,5%). Detta kan forklaras med
ait en del ogynnsam luft har kommit med 1 blandningen {6r att sedan latt forsvinna efterhand.

En forklaring till de olika resultaten mellan vdggarna &r ait olika flyttillsatsmedel och
luftporbildare har anviints. For viigg A (vbt 0,45) anvindes ett fabrikat och for viigg B och C
{vbt 0,40 resp. 0,35) anvindes ctt annat. Anledningen till defta var av praktiska skil som t ex
tillgdnglighet och vana p fabrik. De olika medlen har olika paverkan med avseende pa luft,
men exakt pd vilket sitt i detta fall dr oklart. For att kunna gora en konsckvent jamférelse
hade det varit 6nskvart att anvianda samma medel 1 all gjutningar.

En tredje forklaring till olika resultaten ér att vid tillverkning av de olika betong-
sammansitiningarna har olika typer av betongblandare anvints. Vid tillverkning av vbt 0,45-
betongen anvindes en frifallsblandare medan vid tillverkning av de &vriga (vbt 0,40 och 0,35)
betongerna anvindes en tviaxlad tvangsblandare (s k twin shaft). I de senare betongerna
bedémdes det nddvindigt di en tvingsblandare anses effektivare kunna blanda de olika
materialen och fa en god dispergering. Detta med tanke pa att de anvinda betong-
sammansittningarna har en stor andel finmaterial, men ocksa for att lattare kunna "piska” in
huft.

6.3 Vidhaftning

Av resultaten kan man se att vidhiiftningen varierar mellan 0,85 och 2,55 MPa for vigg A,
0,75-1,00 MPa for vigg B och 0,95-2,65 MPa for vigg C. Inget entydigt samband kan ses
fdrrutom att det #r ldgst vidhifining Hingst bort fran gjutpunkt, hdgst pd viggen. Det dr dock
endast 1 kiirna tagen {rén varje position, vilket e ger ett statistiskt riktigt resultat. Syftet med
undersdkningen var dock att fi en ungefirlig bild om hur det kan se ut for en reparation.

Det som ibland orsakar vildigt 1ig vidhiftning 4r bompartier i motgjutningarna. Johan
Silfwerbrandt vid CBI menar dock att den troligaste orsaken &r att eftersom plattbdrlaget dr
nygjutet (infr detta projekt) sa finns det en cementhud, som inte har négon stdrre
vidhiftningshallfasthet. For bista resultat krdvs dirfér ndgon form av bléstring.
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7 SLUTSATSER

Utifran gjorda filtforsok kan foljande slutsatser dras:

» En hog finmaterialhalt krdvs for att den sjilvkompakterande betongen inte skall vaskas ut,
och dessutom erhélla en tillricklig sammanhallande kraft {6r att kunna flyta ut 6verallt
med bibehéllen densitet.

» ] filtforsok hade betong med vbt 0,45 och tufthalt 5,6% mycket god frostbestindighet och

god inre frostbestdndighet.

» ] filtfsrsék hade betong med vbt 0,40 med lufthalt 4,8% god saltfrostbestéindighet och
god inre frostbestdndighet.

» [ filtforsok hade betong med vbt 0,35 med lufthalt 3,5% god saltfrostbesténdighet. Den
inre frostbestindigheten varierade mellan godkind och icke godkénd.

«  Sjalvkompakterande betong anses som ett bra alternativ till betong med
antintvaskningsmedel.

»  Effektiv blandningsutrustning krivs {or att kunna anviindas for denna typer av betonger dé
dessa innehaller en stor méangd finmaterial.

* De gjutningar som har gjorts har skett i sétvaiten. Vad som sker med betongen med
avseende pa bestindighet vid gjutning i salt vatten &r oklart och méste utredas vidare.
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Lund. 2000, 14 sid.

5/ B Persson. "Creep, Shrinkage and Elastic Modulus of Self-compacting Concrete.” Férsta
internationella RILEM-symposiet om sjilvkompakterande betong. Stockholm. Red.:
Skarendahl and Peterson. 1999, 239-250.
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9 BILAGOR

- Bilaga A: Resultat av tryckhallfasthetprovning for vidgg A, B och
C

- Bilaga B: Resultat av saltfrostavskalningsprovning
- Bilaga C: Luftporstrukturanalys, resultat
- Bilaga D: Luftporstrukturanalys, volymférdelningsdiagram

- Bilaga E: Vidhéftningsprovning
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Bilaga A: Resultat av tryckhallfasthetprovning for vagg A,
B och C, samt densitet

Tabell A-1 Tryckhdllfasthet for vigg A, B och C (véirden i MPa)

Vigg A (vbt 0,45) Viigg B {vbt 0,40} Vigg C (vbt 0,35)
AT 54 A3T1 61,4 B1T1 88,1 B3T1 80,2 C1T1 89,9 C3T1 98,1
A1T2 58,9 A3T2 62,3 B1T2 85,8 B3T2 84.8 ciTz 68,4 C3T2 98,2
Medel 56,45 Medel 61,85 | Medel 8695 Medel 82,5 Medel 99,15 Medel 98,15
AZTH 58,7 A4T1 63,1 B2T1 90,3 84T1 84,8 Cari 94.9 C4T1 97.8
A2T2 61,7 AAT2 63,6 B2T2 88,7 B4T2 87.3 ca272 97.5 CAT2 100,2
Medel 60,2 Medel 63,35 | Medel 90 Medel 86,05 | Medel 96,2 Medel 98
Tabell A-2 Densitetsvirden jor vigg A, B och C (virden i kg/n’)
Viigg A (vbt 0,45) Viigg B (vbt 0,40) Vigg C (vbt 0,35)
A1T1 2170 A3T1 2230 B1T1 2320 B3 2280 C1T1 2370 C3T1 2380
A1T2 2200 AJT2 2220 B1T2 2360 B3T2 2330 C1T2 2370 C372 2370
Medel 2185 Medel 2225 Mede! 2340 Medel 2305 Medet 2370 Medel 2375
A2TH 2290 A4TA 2320 B2T1 2390 B4T1 2330 c21 2410 C4T1 2420
A2T2 2300 A4T2 2270 B2T2 2370 B4T2 2350 c2712 2420 C4aT2 2430
Medel 2295 Medel 2285 Medel 2380  Medel 2340 Medel 2415  Medel 2425
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Bilaga B: Resultat av saltfrostavskalningsprovning

Tabell B-1 Resultat av frostprovaing av cylindrar wtborrade ur vigg A

Prov nr Avflagnat material (kg/m®) efter antal cykler

7 14 28 42 56 112 Bedoémning enligt $5 137244
A1F1q 0,00 0 0,01 0,01 0,01 0,01
A1F2 0,00 0,61 0,01 0,02 0,63 6,03
A1F3 0,06 0,01 0,01 0,61 0,02 6,02
Medelviirde 0,00 0,01 0,01 0,01 0,02 0,02 Mycket god frostbesténd.
A2F1 0,01 0,01 0,81 0,02 0,02 0,03
A2F2 0,00 0,01 0,61 0,01 0,03 £,03
A2F3 0,01 0,01 0,01 0,02 0,04 0,04
Medelvirde 0,01 0,01 0,01 0,01 0,04 0,04 Mycket god frostbesténd.
A3F1 0,01 0,01 0,01 0,02 0,03 0,06
AJF2 0,01 0,02 0,03 0,05 0,11 0,12
A3F3 0,01 0,01 0,03 0,05 0,10 0,11
Medelvarde 0,01 0,01 0,03 0,04 0,08 0,09 Mycket god frostbestiind,
A4F1 0,61 0,02 0,03 0,04 0,05 0,67
A4F2 0,1 0,01 0.01 0,02 0.06 0.06
A4F3 0,01 0,01 0.02 0,03 0,07 0,08
Medelvirde 0,01 0,01 (.02 0,03 0,06 0,07 Mycket god frostbesténd.
Tabell B-2 Resultat av frostprovaingar av cylindrar utborrade wr vigg B
Prov nr Avflagnat material (kg/m®) efter antal cykler

7 14 28 42 56 142 Bedémning entigt S5 137244
BtF1 <0,01 <0,01 0,03 0,07 0,10 0,38
BiF2 <0.01 <0,01 0,04 0,08 0,13 0,45
B1F3 <0,01 0,01 0,04 0,05 0,05 0,06
Medelvirde <0,01 <0,01 0,04 0,07 0,10 0,3 God frosthestdndighet
B2F1 <0,01 <0,01 0,03 0,08 0,11 0,17
B2F2 <0,01 <0,01 0,02 0,06 0,09 0,39
B2F3 <0,01 <0,01 0,04 0,08 0,18 0,57
Medelviirde <0,01 <0,01 0,03 0,07 0,13 0,38 God frostbestindighet
B3F1{ <0,01 <0, 0,02 0,04 0,07 0,27
B3F2 <0,01 <0,01% 0,03 0,06 0,12 0,37
B3F3 <0,01 <0,01 0,02 0,06 0,14 0,44
Medelvirde <0,01 <Q,01 0,02 0,05 0,11 0,36 God frostbestandighet
84F1 <0,01 <0,01 0,03 0,05 0,11 0,36
B84F2 <0,01 <0,01 0,03 0,67 0,12 G4
B4F3 <0,01 <0,01 0,04 0,08 0,17 (.48
Medelvirde <0,01 <0,01 0,03 0,07 0,13 0,41 God frosthestiandighet
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Resultat av saltfrostavskalningsprovning, fortsittning

Tabell B-3 Resultat av frostprovaingar av cylindrar utborrade wr viigg C

Prov nr Avflagnat material (kg/m?) efter
7 14 28 42 56 112 Beddmning enligt S5 137244

C1F1 <0,0% <0,01 0,03 0,08 0,13 0,83

CiF2 <0,01 <0,01 0,03 0,08 0,13 0,38

C1r3 <0,01 0,01 0,04 0,11 0,17 0,56

Medelvirde <0,01 <0,01 0,03 0,09 0,15 0,49 God frosthestéandighet
C2r1 <0,01 <0,01 0,03 0,08 0,12 0,42

C2r2 <0,01 0,01 0,04 0,07 0,15 0.46

C2F3 <0,01 <0,01 0,03 0,06 0.12 0,36

Medelvirde <0,01 <(,01 0,03 0,06 0,13 0,42 God frosthestandighet
C3F1 <{0,01 <0,01 0,02 0,04 0,91 0,38

C3F2 <0,01 0,01 0,063 0,07 0,13 G,33

C3F3 <0,01 0,01 0,04 0,1 0,18 0,51

Medelvirde <{,01 0,01 0,03 0,07 0,14 0,41 God frostbestindighet
C4F1 <0,01 <0,01 0,02 0,04 0.1 0,34

C4F2 <0,01 <0,01 0,02 0,05 0,11 0,38

C4F3 <0, <0,01 0,62 0,06 0,14 0,28

Medelvirde <0,01 <(3,01 0,02 0,05 0,12 0,33 God frostbestandighet
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Bilaga C: Luftporstrukturanalys, resultat

Tabell C-1 Lufthalt, avsténdsfakior och specifik area for kiirnor som utborrais ur viigg A, B och C.

Luft (%) Avstandsfaktor Specifik area (1/mm)

ATF1 10,5 0,211 15,772
A1F2 12,9 0,152 17,839
A1F3 10.5 0,182 18,374
Medel A1 11,3 0,182 17,328
AZF1 9,6 0,202 18,163
AZF2 8,3 0,222 17,076
AZF3 10 0,195 17,925
Medel A2 9,6 0,206 17,721
A3F1 8,2 0,234 16,193
A3F2 @.5 0,246 14,947
A3F3 8 0,211 14,995
Medel A3 8,9 0,230 15,378
A4F1 7.4 0,197 16,79
A4F2 9.1 0,227 16,964
A4F3 10,2 0,203 16,846
Medel A4 89 0,209 16,867
B1F1 7.1 G174 19,663
BiF2 6,4 0,178 20,374
B1F3 7.1 0,188 18,231
Medetl Bt 6,9 0,179 19,419
B2F1 6.2 0,206 18,032
B2F2 4,7 0,276 15,762
B2F3 & 0,239 15,752
Medel B2 5,6 0,240 16,515
B3F1 6,7 0,204 17,289
B3F2 56 0,209 18,774
83F3 57 0,237 16,354
Medel B3 6,0 0,217 17,472
B4F1 7.7 0,158 20,523
B4aF2 5.8 0,186 20,731
B4F3 7,3 0,155 21,501
MedeiB4 6,9 0,166 20,918
C1iF1
CiFz
C1F3 5,2 0,206 13,899
C4Ft
C4r2
C4F3 5,3 0,241 16,937
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Bilaga D: Luftporstrukturanalys, volymférdelningsdiagram
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Bilaga E: Vidhadftningsprovning
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HANDLAGGARE . DATUM BETECKNING SIDA
Sven Isaksson Alvkarleby 2003-01-23 13078-04 1(1)

Skanska Asfalt och Betong
Betong Tekniskt Centrum
fad Saleh

Box 49

123 21 Farsta

PROVNING AV BETONGKARNOR

8 st betongkérnor med diametern 94,5 mm inkom 2002-12.
Karnorna bestod av 2 betongskikt.
Inga uppgifter ldamnades om betongerna.

Provningsmetod

Vidhéftningshallfasthet har provats 2003-01-23 mellan de tva betongerna enligt
88 13 72 31 " Draghélifasthet hos provkroppar ",

Provningsresultat

Kérna markt Vidhaftningshallfasthet Brottyta
MPa

A1 T, 0,85 100 % i vidhaftningszonen

A2 T, 2,20 100 % i vidhiftningszonen

A3 T, 2,55 100 % i vidhaftningszonen

B1Ts 1,00 100 % i vidhaftiningszonen

B2 7, 0,95 ' 100 % i vidhaftningszonen

B3 T, 0,75 100 % i vidhéaftningszonen

C1 T, 0,95 100 % i vidhéfiningszonen

C2T, 2,65 100 % i betongen

C3T, 2,25 ) 100 % i vidh&ftningszonen

Medelvérde 1,656

Kommentar

Enligt SS 13 72 43 skall >80 % av brottet vara i vidhéftningszonen fér att riknas som vidhéftningshallfasthet.
For det prov, dér brottet erhoils i betongen innan brott erhélls i vidhaftningszonen har inte
vidhaftningshallfastheten varit majlig att bestimma.

Vidhaftningshalifastheten &r ailtsa hogre an angivet varde far denna karna.

Med vénlig halsning

C_29

Sven Isaksson

Laboraterium ackrediteras av Styrcisen for ackreditering och teknisk kontroll (SWEDAC) coligt svensk lag,

Den ackrediterade verksamheten vid laboratorierna uppfyller kraven i SS-EN ISO/EC 17025 {2000).

Denna mpport fir endast &terges i sin helhiet, om inte wifirdande laboratorium j fBrviig skriftligen godkint annat. .
Provaingsresuliaten avser endast de provade provkropparna, -
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